
1/4" adjustable self-grounding igniters.       

Length A
Part No.

Inches mm
5.9" 152 150000-44

7.0" 178 150000-41

8.8" 226 150000-26

11.1" 282 150000-28

12.9" 302 150000-31

13.8" 328 150000-32

14.8" 353 150000-33

15.9" 378 150000-27

16.8" 404 150000-29

17.9" 429 150000-36

18.8" 455 150000-1

19.8" 480 150000-2

20.9" 505 150000-3

21.8" 531 150000-4

22.9" 556 150000-5

23.1" 582 150000-6

23.8" 588 150000-45

24.8" 607 150000-7

25.9" 632 150000-8

26.8" 658 150000-9

27.9" 683 150000-10

28.8" 709 150000-11

29.8" 734 150000-12

30.9" 759 150000-13

31.8" 785 150000-14

32.9" 810 150000-15

33.8" 836 150000-16

34.8" 861 150000-17

35.9" 886 150000-18

36.8" 912 150000-19

37.9" 937 150000-20

38.8" 963 150000-21

39.8" 988 150000-22

40.9" 1013 150000-23

41.8" 1039 150000-24

43.8" 1064 150000-25

45.9" 1115 150000-38

47.3" 1166 150000-39

49.8" 1203 150000-46

53.3" 1354 150000-37

54.3" 1394 150000-42

65.9" 1674 150000-40

77.9" 1981 150000-43
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