Magnetic Contactors and Starters

FC and FW series

Magnetic contactors FC series

m Description

FUJI FC series contactors are designed
for use in consumer products and light
industrial machinery and equipment.
They are recommended for applications
which call for economy, easy handling
and reliability.

Typical applications include air condition-
ers, show cases, industrial washing
machines, heaters, pumps, fans,
compressors, dryers and vending
machines. They are available in sizes
ranging from FC-OUL to 4UL and up to
30kW at 440 Volts AC.

m Features

* Small size, light weight

* Budget priced

* Long service life
Electrical life expectancy: 250,000
operations. Good for 7 years service if
they are operated 100 times a day.

® Scrubbing action
The contacts are self-cleaning by a
scrubbing action during operation and
are made of a silver alloy.

* Highly reliable operating coil
Pick-up voltage
75% of rated voltage

* Self-lifting terminals
Easy to wire

m Construction

FC-0UL, OSUL

® Their small size permits them to be
mounted in positions where space is
limited and they can be mounted in a
variety of directions.

* The standard terminals are
screw-type. Printed board type and tab
terminals are also available.

Screw type
w FC-OUL OSUL

Tab terminal type Printed boad type
FC-0TUL FC-0A

01/90

FC-1UL

FC-3UL

® The contact section is housed inside
the molded frame and is totally
enclosed. The dust-tight construction
keeps contact performance at a high
level and results in a long trouble-free
service life.

FC-1UL to 4UL

* FUJI self-lifting terminals make
connection work simple.

* Their free floating design results in
quiet operation and eliminates chatter-
ing and bouncing.

* The magnetic yokes have been given
a rust preventing treatment.

* Coil power consumption is low.

m Types and ratings (IEC60947-4-1)

H Ordering information

Specify the following:

1. Ordering code

2. Operating coil voltage code

3. Auxiliary contact arrangement:
In the case of type FC-OUL, OA and
0TUL, specify the contact arrange-
ment.

Motor capacity | Operational Operational | Auxiliary Non-reversing

(kW) AC-3 current (A) AC-3 | current (A) |contact Open

3-phase 3-phase AC-1

200V 380V | 200V 380V | *2 Type Ordering

240V 440V | 240V 440V NO NC code
3 25 [12 6 20 1 - FC-0UL SF12B1A-E10
3 25 (12 6 20 - 1 FC-0UL SF12B1A-H01
3.5 45 |15 10 20 1 - FC-0SUL SF15B1A-E10
3.5 45 |15 10 20 - 1 FC-0SUL SF15B1A-H01
5.5 55 |20 13 30 1 1* FC-1UL SF20B1A-E11
7.5 75 |27 18 30 1 1* FC-1SUL SF26B1A-E11

11 11 40 26 45 1 1% FC-2SUL SF38B1A-H11

15 18.5 | 52 40 60 1 1*1 FC-3UL SF50B1A-E11

18.5 30 65 65 80 1 1*1 FC-4UL SF65B1A-E11
1.5 - 8 - 8 1 - FC-0A SFO8BBA-E10
1.5 - 8 - 8 - 1 FC-0A SFO8BBA-HO1
3 25 [12 6 20 1 - FC-0TUL SF12B3A-E10
3 25 (12 6 20 - 1 FC-0TUL SF12B3A-H01
3.5 45 |15 10 20 1 - FC-0STUL SF15B3A-E10
3.5 45 |15 10 20 - 1 FC-0STUL  SF15B3A-HO1
3 25 [12 6 20 1 - FC-0/GUL SF12B1G-H10
3 25 (12 6 20 - 1 FC-0/GUL SF12B1G-H01
3.5 45 |15 10 20 1 - FC-0S/GUL SF15B1G-E10
3.5 45 |15 10 20 - 1 FC-0S/GUL SF15B1G-HO1
3 25 |12 6 20 1 - FC-0T/GUL SF12B3G-E10
3 25 |12 6 20 - 1 FC-0T/GUL SF12B3G-HO1
3.5 45 |15 10 20 1 - FC-0ST/GUL SF15B3G-H10
3.5 45 |15 10 20 - 1 FC-0ST/GUL SF15B3G-HO1
1.5 - 8 - 8 - FC-0A/G SF08BBG-E10
1.5 - 8 - 8 - 1 FC-0A/G SF08BBG-EO01

Notes: *' Auxiliary contact arrangement 2NO or 2NC is available.

Cable connection: FC-0A: P. C. board

FC-0TUL, 0STUL: With flat connection tabs
Other types: With screw-type terminals

*2Thermal current (A)
H: Coil voltage code, see page 01/91.
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m Ordering code system
e Contactor

SF 35 B

22

1A
o@ 0@ 6 ©

@® Product category

E
® 00

Description Code

Contactor and starter S

@ Series category

Description Code

F series F

®@® Frame size

Frame size Code

®

0, 0T
0A

0S, 0ST
1

1S

28

3

4

DUTWMNDN = O =
gouoouoN|®

® Version

Description Code

Non-reversing, open
Contactor

Standard

With tab terminal
Starter

Standard A

e

Non-reversing. enclosed
Standard

With ON-OFF pushbutton
(plastic enclosure)

With ON-OFF pushbutton S
(steel enclosure)

With ON-OFF pushbutton and
lamp (plastic enclosure) K

To

® Coil specification

Description Code

AC operating coil A
DC operating coil G

@ Type of thermal overload relay

Description No. of Code
element

Standard 2,3 N
Quick operating 3 S
Open-phase 3 E
protection

Magnetic Contactors and Starters
FC and FW series
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e Starter
SF 35 BAA N—E 22 7B D
O 06 ® 6 O ®@O o ®
Coil voltage ®® Auxiliary contact
e AC coil Frame size 0 to 4
Operating coil voltage Code Contact Code
50Hz 60Hz arrangement
24V 24 — 26V E ®
48V 48 — 52V F 1NO 1 0
100V 100 — 110V 1 INC 0 1
100 — 110V 110 — 120V H 2NO 2 0
110 — 120V 120 — 130V K 1NO + 1NC 1 1
200V 200 — 220V 2 2NC 0 2
200 — 220V 220 — 240V M
220 — 240V 240 — 260V P
346 — 380V 380 — 420V S
380 — 400V 400 — 440V 4
415 — 440V 440 — 480V T
e DC coil
Operating coil voltage Code
24V DC E
48V DC F
60V DC G
100V DC 1
110V DC H
200V DC 2
220V DC M
@ Thermal overload relay ampere setting range
Ampere setting  Code Ampere setting Code Ampere setting Code
range (A) range (A) range (A)
0.1 — 015 TA 1.4 — 22 ™ 7 — 1 TV
015 — 024 TC 1.7 — 2.6 TN 8 — 16 TV
024 — 036 TE 22 — 34 TP 9 — 138 ™
036 — 054 TG 12 — 18 X
13 — 20 TA*
18 — 26 B
20 — 26 TC*2
048 — 0.72 TH 28 — 4.2 TR 24 — 36 TE
064 — 096 TJ 4 — 6 TS 28 — 40 TF
0.8 — 1.2 TK 5 —8 TT 34 — 50 TG
095 — 145 TL 6 —9 TU 45 — 67 TJ
Note: *' For FW-1S: X *2 For FW-1S:Y
® No. of heater element
Description Code
2-element Blank
3-element D
01/91



Magnetic Contactors and Starters

FC and FW series

m Auxiliary contact ratings (IEC 60947-4-1)

m Dimensions, mm

Frame Rated Voltage Making & Rated operational FC-0UL, 0SUL 62
size thermal breaking current (A)
current (A) | (V AC) capacity (A) Inductive Resistive = ‘ =
5
0,0A,0T | 8 110 40 4 8 T ‘
0Ss 220 40 4 8 i
440 20 2 8 — — | §e - 1 5
T [
1,1S,28 | 10 110 100 10 10 ‘ =
3,4 220 60 6 10 # Tomina CREARAR)
440 60 6 10 - 47
m Performance data e
Frame |Making |Breaking | Operating |Life expectancy Mass: 1609
size capacity |capacity |cycles (operations) FC-0TUL, 0ST/UL
(A) (A) per hour |Electrical Mechanical ’
62
0to1S |10 xle 10 xle 600 250,000 1 million 56
2Sto4|10xle [10xle |600 250,000 1 million . . ” =
le: Rated operational current 3 N
m Coil ratings N |
Frame Power consumption Voltage and ~ Wiring Operating — - g e L
size Inrush  Sealed frequency * voltage
(VA) (VA) range ss| o fol ol v llom
ounting
0, OA, 0T, 0S| 23 6 200V A 0.75to = hole
1,18 75 11 50Hz 1.1 times Mass: 160g
2S 125 14 rated coil
3 125 14 voltage
4 200 14.3 B FC-0A
Notes: * Other voltages between 24V and 440V AC are available. 05 55 51
DC operated type FC-0/G and FC-0T/G are also available. ] ] 47
Coil voltage: 24, 48, 60, 100, 120, 200, 210 and 220V DC - 250 ﬁ‘ s 08
FC-2SUL, 3UL Coil terminal = | = LS’FI' 1.
91.5 Main terminal I 1 k 7 Ry a7
o5 M5 Panel drilling ,tgF S S —
Aux. terminal — NN
1 57 7 M35 @ o ss| Loloel el
o5 165 165 45 ks P.C.board drilling
AT — RR R H
i SIS | PR Ik
1 E'\ w L,‘i‘, - ?:3’74F>
+ = ® i | ' 9| 9] 9 12 \20-222
o oo L |
Saps 4
4 i 124 Mounting hole MaSS: 1 4Og
54.5 2-M4
Mass: 470g
FC'4UL FC'1 UL, 1SUL Coil terminal
ﬁgi\ terminal - 80 Mal.\lfl’ain terminal
v anel drilling 74 . Panel drilling
M(a;m erminal 52 . /’\\Alg.slermlnal
205, 205/ | MEET™" ﬁ = 1357;1 185 9 P
9 = = Q ©
= i [] 4 N
— T O
@ ] Oy L ‘ l q = ‘r l LT‘
o olalla | L = i t,L‘
1l N | %_ r 7]
169 _ " Mig )
70 Moummg;sllse 50 ;{I&\zntlng hole
Mass: 780g

m Wiring diagrams
FC-0UL, OA, OTUL, OSUL, OSTUL

1T e 30T s

Mass: 320g

FC-1UL, 1SUL, 2SUL, 3UL, 4UL

2NO 1NO+1NC 2NC
131 3 5 23 131 3 5 21 111 3 5 21
1d.\d J% A1 A2 Idd J_? A1 A2 ‘\.‘% A1 A2
142 4 6 24 142 4 6 22 12 46 22
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Magnetic Contactors and Starters
FC and FW series

Non-reversing motor starters
FW series
Up to 30kW 440 Volts 3-phase

m Description

The FUJI FW-series starters are
primarily designed for domestic and
light industrial use, and can be ex-
pected to have a service life of over
seven years under conditions where
they are operated over 100 times a day.
Typical applications are air condition-
ers, industrial washing machines, boiler
and other pumps, fans, compressors,

AF97-691

KK01-205

KK01-200

FW-0 FW-1S FW{]C
dryers.
The FC contactor can be supplied
separately. They are simple, compact
and reasonably priced, yet highly Lo .
efficient and dependable. The thermal ; 2£ﬁert'hnegf:;nt)°v:;ma_"°n
overload relay is fitted with elements ] pOrd)érin code 9:
that compensate for changes in 2' o eratir? coil voltage code
ambient temperature, so stabilizing 3' O\F:erloadgrela setti% ranae code
operations in spite of the season. ’ y g rang
Note: In case of F series, contacts and operating ® Thermal overload relay:
coil cannot be replaced at site. See page 01/95.
H Types and ratings
Motor capacity | Operational | Aux. Open Enclosed Combined
(kW) current (A) contact thermal
3-phase 3-phase 3-element 3-element overload relay
200V 380V 200V 380V Type Ordering Type Ordering
240V 440V 240V 440V | NO NC code code Type
3 2.5 12 6 1 = | FW-0/3H SF12BAAN-E10TCID| FW-0C/3H SF12BCAN-m10TOD| TR-0/3
3.5 4.5 15 10 1 =1 FW-0S/3H SF15BAAN-R10TCD| FW-0SC/3H SF15BCAN-E10TOD| TR-0/3
55 5.5 20 13 1 1*2 FW-1/3H SF20BAAN-m11TOD| FW-1C/3H SF20BCAN-E11TCD| RCa3737-1CNF/3
7.5 7.5 27 18 1 1*2 FW-1S/3H SF26BAAN-B11TCOD| FW-1SC/3H SF26BCAN-E11TCID| TR-1SN/3
11 11 40 26 1 1*2 FW-2S/3H SF35BAAN-E11TOD| FW-2SC/3H SF35BCAN-E11TCD| TR-2NF/3
15 18.5 52 40 1 1*2 FW-3/3H SF50BAAN-E11TOD| FW-3C/3H SF50BCAN-E11TCD| TR-2NF/3
18.5 30 65 65 1 1*2 FW-4/3H SF65BAAN-E11TOD| FW-4C/3H SF65BCAN-E11TCOD| TR-3N/3

Notes: *' Auxiliary contact arrangement 1NC is available.
*2 Auxiliary contact arrangement 2NO or 2NC is available.
Conforming to IEC 60947-4-1 AC-3.

m Coil ratings

M: Coil voltage code, see page 01/91.
[J: Thermal overload relay ampere setting range code, see page 01/91.

m Performance data

Frame |Power consumption (max.) Voltage and frequency * Frame Making &  Operating  Durability (operations)
size Inrush (VA) Sealed (VA) size breaking  cycles Electrical Mechanical
0,0 | 23 6 200V AC capacity _ per hour
1,18 75 11 50Hz 0,0S,1,1S| 10 xle 600 250,000 1,000,000
28 125 14 25,3,4 10 x le 600 250,000 1,000,000
3 125 14 - -
4 200 14.3 le: Rated operational current (Amps).
Notes: * Other voltages between 24V and 440V AC are available. m Auxiliary contact ratings
DC operated type FC-0/G and FC-0T/G are also available. - -
Coil voltage: 24, 48, 60, 100, 120, 200, 210 and 220V DC Frame |Rated |[Voltage Making& Rated operational
size thermal breaking current A)
Wiri I current capacity Inductive Resistive
iring example (A) (VAC)  (A) (cos¢=0.65) (cos¢=0.95)
100V/100-110V 0,0S 8 200-240 40 4 8
50Hz/60Hz 380-440 20 2 8
Al A2 1, 1S, 25|10 200-240 60 6 10
3,4 380-440 60 6 10
Fuji Electric FA Components & Systems Co., Ltd./D & C Catalog
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Magnetic Contactors and Starters
FC and FW series

m Dimensions, mm

o Open type o Enclosed type
FW-0/3H, FW-0S/3H FW-0C, 0SC, 1C
- [a}
= 45 2ua  Panel drilling ’ T
terminal Mountin X T 1 - w o
M- _ © M35 | ‘“/ hole ? I f/lz\)/::ning ]
# =+ ~ hole =
] — o /-_A_.
. . 2-G
i) C0|I’\tn%r.r;1|nal Mounting hole
) y — Reset button Rell Ol
4(Resetting AUX-” ) 3
57 .U. stroke) ﬁ;?};"a'e p N 4H1 @ @TI

Knockout hole

Mass: 0.29kg (with 3-thermal element)
FW-1SC, 2SC, 3C, 4C

' H1
a3 ir 3% Knockout hole
|

H2
Knockout hole

FW-1/3H, FW-1S/3H, 2S/3H, 3/3H, 4/3H N
Panel drilling - —
3-G Mounting hole
D\Mouming hole bl \.{“. K
f IR
. lch
E 4-G
o . A Mounting hole
| Earth terminal M6 (FW-4C only)
© i ol D]o
Knockout hole
al a2 H2
E Knockout hole
Type A B o] D E F G
FW-0C, 0SC*| 71 120 79 15 - 90 5.3
Type A B c D E F Mass (kg) FW-1C 94 166 95 15.5 - 135 295.5
FW-1/3H 75 1085 85 2-Md4 50 70 0.49 FW-1SC 120 195 115 215 80 150 o7
FW-1S/3H |68 121 90 2-M4 40 110 0.55 FW-2SC,3C 130 280 124 20 80 190 o7
FW-4C 175 320 145 35 110 250 o7
FW-2S/3H 78 138.5 91.5 2-M4 45 70 0.71
FW-3/3H 78 138.5 91.5 2-M4 45 70 0.71 Type H1 H2 al a2 a3 a4 b Mass(kg)
FW-4/3H 90 175 109 3-M5 75 160 1.3 FW-0C, 0SC*| 217 - 175 175 175 175 20 0.25
Mass: With 3-thermal element FW-1C 022 - 20 20 20 20 24 0.7
FW-1SC 022 @22 225 225 20 20 35 1.5
Dimensions for reference only. Confirm before construction begins. FW-2SC,3C [@28 @28 27 27 20 20 52 2
FW-4C 035 028 15 35 35 15 70 3.7
® Wiring diagrams Note: * The enclosure dimensions given here are based on a “TR-0 thermal
-~ 2 overload relay and 2-elements” being incorporated in the case. The
FW-0/3H, 0S/3H FW-1S/3H to 4/3H E\)I(\Iagsr)llgH temperature rise inside the enclosure may sometimes become a
Tesas 13135 21 - problem if a 3-element is used instead of a 2-element. In this case the
4 "\" Iy 7%“‘:‘:] FW-OP (Enclosure with pushbuttons) is recommended.
4‘:|‘:AI2 \ 97 05 A2
™ 96 98 " 22 7\'37
i A
’4L\ 246 98 96 -ja—.
24 6 95 | |
SNE
FW-1/3H It |
=
+ OFF
AR 4 L[]
= - - - T - - - - = - - = |
\ A2 Pushbutton switch
14 22
22 23|
’AL\ Note: * Open type: Wirings from 3 to 95, A2 to 14 and A1 to 96 are not
24 6 21 connected at factory. Connect the wires at site.

Fuji Electric FA Components & Systems Co., Ltd./D & C Catalog
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Thermal overload relays for FW series

Magnetic Contactors and Starters
FC and FW series

Type*! Setting current (3-element)*! Reset Contact
(3-element) Range Ordering Range Ordering
(A) code (A) code
TR-0/3 0.24-0.36 TB13DW-E 4-6 TB13DW-S | Manual *2 | SPDT
0.48-0.72 TB13DW-H 5-8 TB13DW-T
0.8-1.2 TB13DW-K 69 TB13DW-U
0.95-1.45 TB13DW-L 7-11 TB13DW-V
1.4-2.2 TB13DW-M 9-13 TB13DW-W
1.7-2.6 TB13DW-N
2.8-4.2 TB13DW-R
RCa3737-1CNF/3| 4-8 TC20DF-S Manual
8-16 TC20DF-V
12-18 TC20DF-X
TR-1SN/3 13-20 TR26DW-X Manual 1NO+1NC
20-26 TR26DW-Y and auto
TR-2NF/3 12-18 TR35DW-X 28-40 TR35DW-F | Manual
18-26 TR35DW-B 34-50 TR35DW-G| and auto
24-36 TR35DW-E
TR-3N/3 24-36 TR65DW-E 34-50 TR65DW-G| Manual
28-40 TR65DW-F 45-67 TR65DW-J | and auto
Notes: *' 2-element is also available on request.
*2 Auto reset type is available on request. Specify “Auto reset‘ when ordering.
Maximum setting ranges at 380—440V AC for starter use
TR-0/3 4-6A TR-2N/3 18-26A (for FW-2S/3H)
RCa3737-1CNF/3 8-16A 34-50A (for FW-3/3H)
TR-1SN/3 13-20A TR-3N/3  45-67A (for FW-4/3H)
m Characteristic curves (Cold start)
TR-0/3 RCa3737-1CNF/3 TR-1SN/3
(Mirex) (Mig()) (Mi';L
10 L 10 M 1 X
8 X 8 A 4-8A H 3
° N 6-9A or less [ ° AN H TN
] z “\ﬁ///\\\i\?‘ [0} 27 E\X/E ;:)( I I I I ) Z ‘\(\Q\i\gz\ 6-9A or less, 20-26A |
£ NSRS SN £ N
g % A\UFANEN 2w n > 2 o SUi>
é 20 N 2 NN % ZZ AN <>§x\\> é 0 “\3\ \\)\
E 10 ‘\\ N ﬁ 10 \‘ X)\ ﬁ 10 \\é %
== S — 8 = H N
z ~ z N H X
. e . VTN ST 7-119-13,13-20A <
‘ 7- 1A and over [ e-16a12-18 < il TN
05 ‘\/\‘I 0:5 N §:§ ™~
Multiple of current setting  xIn(A) Multiple of current setting  xIn(A) i\/lultiple c2>f curaren; séttisné ’ g)?in(A‘)ﬁ
TR-2NF/3 TR-3N/3
(Min) (Min)
ES 2N AR
M A %A\ ] N i
o) N AN 6-9A or less,18-26,24-36A o N W 18 - 26A and over
£ NI Ew ‘\% X
2 % N 8 2 =
-§ 0 \1“( 4 N .§ {\\«/
= AOZN [ XA
T SO N
HE h V4 VX
2 7-11,9-13,12-18A \\< P - 12 -18A or less A e
; \\\ s 1 \\(%
N 2 ~
Multiple of current setting  xIn(A) Multiple of current setting  xIn(A)
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Magnetic Contactors and Starters
FW series
With pushbuttons

Magnetic motor starters with
pushbuttons
Up to 4.5kW 440 Volts 3-phase

m Description

FW series magnetic motor starter is
provided with square-shaped ON-OFF
pushbuttons. Internal wirings are
connected. The starter is housed in a
plastic enclosure (FW-0P/3H) or steel
enclosure (FW-0PB/3H, 1PB/3H). The

two operating buttons are color-coded; KK01-198 KK01-199
green for ON and red for OFF. Thermal FW-0P/3H FW-0PB/3H
overload relay is fitted with 2 or 3-
element and is of manual reset type. .
® Types and ratings
u Ordering information Max. motor capacity (kW) | Operational | 2-thermal element 3-thermal element
Specify the following: gb%hasesso gggemégt)) T Orderi T Orderi
" - - - - ype rdering ype rdering
;- 8rder|r]g °°d$ | 240V 440V 240V 440V code code
) perat_lng cori vo tage 3.0 25 12 6 FW-0P SF12BPAN-m10TC] | FW-0P/3H  SF12BPAN-E10TCID
3. Main circuit voltage. 35 45 15 10 | FW-0SP  SF15BPAN-W{0TC] | FW-0SP/3H SF15BPAN-E10TCID
4. Overload relay setting range code 3.0 25 12 6 FW-OPB  SF12BSAN-M10TC] | FW-OPB/3H SF12BSAN-E10TCID
See page 01/95. 35 45 15 10 | FW-0SPB SF15BSAN-W10TC] | FW-OSPB/3H SF15BSAN-M10TCID
55 55 20 13 FW-1PB SF20BSAN-m11TCl| FW-1PB/3H SF20BSAN-m11TCID
m Performance data 3.0 25 12 6 FW-OPL  SF12BKAN-EM10TC]| FW-OPL/3H SF12BKAN-B10TCID
Same as FW series. See page 01/93. 35 45 15 10 | FW-0SPL SF15BKAN-M{0TD) | FW-0SPL/3H SF15BKAN-M10TCID
Notes; Auxiliary contact 1NC is available on request. (OP, OPB)
m Characteristic curves (Cold start) Conforming to IEC 60947-4-1 AC-3.
S 01/95 M: Enter the operating coil voltage code. )
€e page . [J: Enter the thermal overload relay ampere setting range code.
® Thermal overload relay
Type Setting range (A) Contact Starter type
TR-0 0.24-0.36, 0.48-0.72, 0.8-1.2, 0.95-1.45 SPDT FW-0P, FW-0P/3H, FW-0PL, FW-0PL/3H, FW-0SP, FW-0SP/3H
(2 or 3-element) | 1.4-2.2,1.7-2.6, 2.8-4.2, 4-6, 5-8, 6-9 95_/7 96 | FW-0PB, FW-0PB/3H, FW-0SPB, FW-0SPB/3H
7-11,9-13 —98
RCa3737-1CNF | 4-8, 8-16, 12-18 SPDT FW-1PB, FW-1PB/3H
(2 or 3-element) o1 —F 22
—23
Note: Maximum setting ranges at 440V AC for starter use:
TR-0: 4-6A, RCa3737-1CNF: 8-16A
m Dimensions, mm
FW-0P, OPL, OSP, 0SPL FW-0PB, 0SPB FW-1PB _
Plastic enclosure Steel enclosure Steel enclosure hMODI:mmg
2-97 it
Mounting 81.5 Lamp Mounting - &
hole 16.5 (OPL, 0SPL) hole
2-95.3 — : 2-97 76 _
é(): ) I E 3 38
@ Blzz EE
=
[ 4 ==
| —L hd 80
93 ‘ r 120
R ]
Mass: O45kg E Mass: OPB: 0 66kg '41_0:;20 P\KD () ) |l =
3-th | el t Q)— Kj_' ~ N o ‘ & Mass: 15kg Knockout T
(3-thermal element) I—' — | (3-thermal element) 130 ] (3-thermal element) 2:.;20 ° ng
40
m Wiring diagrams -
FW-0P/3H, OPL/3H, 0SP/3H, 0SPL/3H FW-0PB/3H, 0SPB/3H FW-1PB/3H

24 6 21
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