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Description 
 Item-No. Pack.-unit 

  pcs 
Photo-MOS-Relay  
 
 

 859-903  1 
 
 

 Mounting on DIN 35 rail. 
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Technical Data 

Input nominal voltage UN DC 24 V 
Input voltage range UN -15 %...+20 % 
Input nominal current IN 11 mA 
Max. switching voltage DC 200 V 
Max. continuous current 1 A 
Peak current (100 ms) 3 A 
Output resistance RON 0.55 Ω 
Leakage current 10 µA 
Make time 10 ms 
Break time 3 ms 
Insulation voltage (AC,1 min) 2.5 kVrms 
Rated surge voltage 4 kV 
Pollution degree 2 
Insulation resistance 1000 MΩ 
Ambient operating temperature -25 °C...+70 °C 
Storage temperature -40 °C...+85 °C 
Terminal block width 6 mm / 0.236 in 
Wire connection CAGE CLAMP® 
 0.08-2.5 mm2 / AWG 28-14 
Stripped length 5-6 mm / 0.22 in 
Standards / prescriptions EN 60664-1 
 
Accessories 
End and intermediate plate 859-525 
Comb type jumper bar 2-way 859-402 
                                    3-way 859-403 
                                    4-way 859-404 
                                    5-way 859-405 
 
                                  10-way 859-410 
Test pin 1mm Ø 859-500 
 
 
 
 

 


