WESTINGHOUSE TRANSFORMERS
(= Machine Tool and Control

Types MTC, AP

TYPEMTC

Features « Specifications

® Designed specifically for loads requiring extremely good regula-
tion = 10% to 200% better regulation than Type MTA

U.L. listed through 1000 VA

Provides step-down voltages to machine tool control devices
Isolates control circuits from power and lighting circuits
Electrical performance exceeds requirements of ANSI/NEMA
ST-1

100% tested; each unit must pass rigid tests for turns ratio, insu-
lation, continuity, over potential

All ratings normally stock

Type MTC with “FB” suffix contains an integrally mounted 30A,
600V class fuse block. Fuses are not included.

Type MTC MTC with Fuse Block
List Prices and Catalog Numbers
VA Styl | Li UIC ltem | Dimensions (In.)® Weight | Frame | Wiring® | VA Style  |[List |UIC Dimensions (In.)@ Weight | Frame | Wiring®
78-6680- Height IWidth | Depth (Lbs.) Diagram Number |Price l;ggeao. Height | Width [Depth (Lbs.) Diagram
240/480 Volts to 120 Volts, 60 Hz 240/480 Volts to 120 Volts, 60 Hz
230/460 Volts to 115 Volts, 50/60 Hz 230/460 Volts to 115 Volts, 50/60 Hz
220/440 Volts to 110 Volts, 50/60 Hz 220/440 Volts to 110 Volts, 50/60 Hz
With 3-Pole Fuse Block
44 |08900 2'%2 |3 3% 2 1310 |1 500 1'F0890FB $ 58 |18900 3% 3 3% 2V 1310 |1
54 108910 2'%2 |3 3% 3 1314 |1 75® |1F0891FB 67 |18910 3% 3 3% 3Va 1314 |1
58 [08920 2% 3% 4 3 1413 |1 100® | 1F0892FB 71 18920 4%32 3% 4 3V 1413 |1
68 |08930 3%6 3% 4% 6 1517 |1 150® | 1F0893FB 82 118930 4% | 3% 4% 6% 1517 |1
80 |08940 3% - |42 4% 7 1714 1 200® | 1F0894FB 95 |18940 5%2 4% 4% TV 1714 |1
100 | 08950 3% 4% 5 8 1717 1 2500 '¢1F0895FB 114 18950 5%2 4 5 8% 1717 |1
107 | 08960 3%e |4 5% 10 1722 |1 300® | 1F0896FB | 121 |18960 5%2 4% 5% 10% 1722 |1
118 08970 |3'%s |a% 6 1 1726 |1 350© |1FO897FB | 131 18970 |[5%2 |42 |6 1% (1726 |1
144 | 08980 4% 5% 6% 20 1931 1 500® 1F0898FB | 158 |18980 525 |5V 6'%s 20%s 1931 |1
191 | 08990 4% 5V 7% 28 1943 1 750® |1F0899FB | 205 |18990 523 |8V 7% 28" 1943 |1
233 | 09000 576 6% 7% 34 2236 1 1000® 1F0900FB 248 | 19000 6% | 6% 7 34 2236 |1
392 |09010 6% 674 8% 35 C822 |1 1500® 1]F0y90‘iFB,, 406 |19010 %2 |67 8% 35V C822 (1
468 | 09020 6 6% 8'% 38 €823 |1 2000® | 1F0902FB | 482 |19020 %2 6% 8% 38%s €823 |1
652 |09030 7% 87/ 8% 53 C824 |1 e
1013 | 09040 7% 8 |11 82 €825 |1

DISCOUNT SYMBOL DT-2

TYPE AP

Features Specifications

U.L. listed and labeled

Resin encapsulated

Convenient screw-type terminal board

Bottom or side/wall mounting designs

Performance meets/exceeds ANSI/NEMA ST-1 requirements
Regulation exceeds ANSI/NEMA requirements for all ratings

List Prices and Catalog Numbers

VA |List |UIC [Mounting | Dimensions (In.)@® Wt., |Frame | Wiring
Price |ltem Height | Width | Depth (Lbs.) Diagram
78- ) (2]
6680-
240/480 Volts to 120/240 Volts, 60 Hz
6F495 | $ 42918495 [Bottom | 8'%s | 9% | 8'%6 | 65 | 133 | 6
53618201 | Bottom 10% 10% 8" | 104 99 5
737 | 18202 | Bottom 10%  [10% [10%6e | 129 100 5
923 (18203 | Bottom 10% 10% 1% 148 101 5
1250 | 18496 | Bottom 12 13%6 [10%6 | 197 134 6
42918320 |Side/Wall | 9% | 8'%s | 9%s | 65 | 283 |6 Bottom
53618321 | Side/Wall | 11% 816 | 10% 104 256 6 Mount
737118322 | Side/Wall | 11% |10'%6 |10% |129 | 257 |6 Type AP
92318323 | Side/Wall [11% [11% [10% |148 | 258 | 6 Side/Wall
1250 | 18324 | Side/Wall | 127 10%6 [13%6 | 197 259 6 Mount
DISCOUNT SYMBOL DT-3
© Not for construction. Refer to TCS 47-820 by frame NOTE: Refer to Cutler-Hammer for availability of custom
number for certification.Height over terminals. designs.
@ For wiring diagram, refer to TCS 47-830 by diagram
number.

© Height over terminals.
® Normally stock.
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