Cello-Lite Fuse
Utsunomiya Electric

INDUSTRIAL MARINE FUSES

Part Ampere
Number Rating
NCO-1 1A
NCo0-3 3A . . .
NCO0-5 5A Dimensionsin MM
NCo-10 10A
NCO-15 I5A
NCO0-20 20A Voltage & I.R.: 500VAC (20kA) / 250VDC (20kA)
NC0-25 25A Features: Vibration and Shock Proof.
NC0-30 30A Pack Size (box): 10
Part Ampere Dimensionsin MM Fuse link
Number Rating Description A B P —
NCI-I 1A Fuse Link 42 89 = B
NCI-3 3A Fuse Link 42 8.9
NCI-5 5A FuseLink 42 8.9 «
NCI-10 10A Fuse Link 42 8.9 A
NCI-15 I5A Fuse Link 42 8.9
NCI-20 20A Fuse Link 42 8.9
NCI-25 25A Fuselink 42 8.9 Fuse Case o
NCI-30 30A Fuse Link 42 8.9 y
NCI-CASE = Fuse Case 50 15 - I B
NC2-40 40A Fuse Link 66.4 1.5 ¢ ) S
NC2-50 50A Fuse Link 66.4 11.5 ‘ A ‘
NC2-60 60A Fuse Link 66.4 11.5
NC2-CASE - Fuse Case 75 20
Voltage & I.R.: 500VAC (20kA) /250VDC (20kA)
O Notes: Fuse link fits into fuse case. Pack Size (box): 10
Part Ampere Dimensionsin MM
Number Rating A B
UcCl-I 1A 50 15
UCl-3 3A 50 15
UcCl-5 5A 50 15
UcCl-10 10A 50 15
UCl-15 15A 50 15
UCl1-20 20A 50 15
UcCl-25 25A 50 15
UClI1-30 30A 50 15
UC2-40 40A 75 20
UC2-50 50A 75 20 Voltage & I.R.: 500VAC (50kA) /250VDC (20kA)
UC2-60 60A 75 20 Pack Size (box): 10
Part Ampere Dimensionsin MM
Number Rating A B
JGI1-3 3A 57 20
JGI1-5 5A 57 20
JGI-10 10A 57 20
JGI-15 I5A 57 20
JG1-20 20A 57 20
JG1-25 25A 57 20
JG1-30 30A 57 20
]G2-40 40A 60 27
JG2-50 50A 60 27 Voltage & I.R.: 600VAC (100kA)
]G2-60 60A 60 27 Pack Size (box): 10

O Holders: For information on the full range of fuse holders and blocks please contact sales.
Approvals: Shipping Industry Approved (NK, LR, ABS, GL & BV)
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