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DC  INDUCTIVE  SHORT  FORM  PROXIMITY SWITCH  CONNECTOR  TYPE
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M12x1

M12x1

50

M12x1

4LED
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Short type changeover 5-36V DC only.
5-36V: switching distance Sn=1.5mm

(shielded),Sn=2.5mm (non-shielded).

M12x1

M 8x1

53 53

4

Short type changeover 5-36V DC only.

4LED

50

M12x1 M12x1

50

8

Approx.17 g Approx.24 g approx.25 g

M 8

stainless steel or nickel plated brass

1 mm ,  1.5mm 2 mm ,  2.5mm

stainless steel or nickel plated brass

2 mm 4 mm

stainless steel or nickel plated brass

M 12

2 mm 4 mm

<10%(Sr)

<10ms

220mA

POM

YES

<10%

<15%(Sr)

10-30VDC   or   5-36VDC

<1.5V(10-30V)  or  <1.0V(5-36V)

IP67

<1.0%(Sr)

0.1ms/0.1ms

2KHZ

-

-

<0.01mA

200mA

<10mA

10-30VDC   or   5-36VDC

<1.5V(10-30V)  or  <1.0V(5-36V)

0.1ms/0.1ms

2KHZ

0.2ms/0.2ms

1KHZ

<10%(Sr)

<10ms

220mA

POM

YES

<10%

<15%(Sr)

10-30VDC   or   5-36VDC

<1.5V(10-30V)  or  <1.0V(5-36V)

<1.0%(Sr)

<0.01mA

200mA

<10mA

IP67

-

-

0.1ms/0.1ms

2KHZ

0.2ms/0.2ms

1KHZ
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ICM1-0801.5P-BRS4

ICM1-0801.5P-ARS4

ICM1-0801.5N-BRS4

ICM1-0801.5N-ARS4

FCM1-0801N-ARS4

FCM1-0801N-BRS4

FCM1-0801P-ARS4

FCM1-0801P-BRS4

ICM2-0802.5P-BRS4

ICM2-0802.5P-ARS4

ICM2-0802.5N-BRS4

ICM2-0802.5N-ARS4

FCM2-0802N-ARS4

FCM2-0802N-BRS4

FCM2-0802P-ARS4

FCM2-0802P-BRS4

ICM1-D1102N-SRS4

ICM1-D1102P-SRS4

ICM1-D1102P-BRS4

ICM1-D1102P-ARS4

ICM1-D1102N-BRS4

ICM1-D1102N-ARS4

FCM1-D1102N-ARS4

FCM1-D1102N-BRS4

FCM1-D1102P-ARS4

FCM1-D1102P-BRS4

ICM2-D1104N-SRS4

ICM2-D1104P-SRS4

ICM2-D1104P-BRS4

ICM2-D1104P-ARS4

ICM2-D1104N-BRS4

ICM2-D1104N-ARS4

FCM2-D1104N-ARS4

FCM2-D1104N-BRS4

FCM2-D1104P-ARS4

FCM2-D1104P-BRS4

ICM1-1202N-SRS4

ICM1-1202P-SRS4

ICM1-1202P-BRS4

ICM1-1202P-ARS4

ICM1-1202N-BRS4

ICM1-1202N-ARS4

FCM1-1202N-ARS4

FCM1-1202N-BRS4

FCM1-1202P-ARS4

FCM1-1202P-BRS4

ICM2-1204N-SRS4

ICM2-1204P-SRS4

ICM2-1204P-BRS4

ICM2-1204P-ARS4

ICM2-1204N-BRS4

ICM2-1204N-ARS4

FCM2-1204N-ARS4

FCM2-1204N-BRS4

FCM2-1204P-ARS4

FCM2-1204P-BRS4

Approx.23 g

φ11

-25 C - +70 C

<10%

<15%(Sr)

<10ms

220mA

<10%(Sr)

<1.0%(Sr)

<0.01mA

200mA

<10mA

POM

YES

IP67

-

-

-25 C - +70 C -25 C - +70 C

4LED

RFI>3V/m   /   EFT>1KV   /   ESD>4KV (contact) RFI>3V/m   /   EFT>1KV   /   ESD>4KV (contact) RFI>3V/m   /   EFT>1KV   /   ESD>4KV (contact)

IEC 60947-5-2,Part 7.4.1 / IEC 60947-5-2,Part 7.4.2 IEC 60947-5-2,Part 7.4.1 / IEC 60947-5-2,Part 7.4.2 IEC 60947-5-2,Part 7.4.1 / IEC 60947-5-2,Part 7.4.2

PBT

C USC US C US
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