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Electrical connection systems
Copper tubular cable lugs and connectors

Tubular cable lugs Cu*, 6 - 400 mm2, R-series

Standard type
•	For stranded conductors e.g. VDE 0295 Class 2
•	For pre-rounded sector-shaped conductors
•	Also available with inspection hole
•	Material/surface:  

Cu to EN 13600 / tin-plated

mm2 M5 M6 M8 M10 M12 M14 M16 M20

6 1R5 1R6 1R8 1R10 1R12

10 2R5 2R6 2R8 2R10 2R12

16 3R5 3R6 3R8 3R10 3R12

25 4R5 4R6 4R8 4R10 4R12 4R14

35 5R6 5R8 5R10 5R12 5R14 5R16

50 6R6 6R8 6R10 6R12 6R14 6R16 6R20

70 7R6 7R8 7R10 7R12 7R14 7R16 7R20

95 8R8 8R10 8R12 8R14 8R16 8R20

120 9R8 9R10 9R12 9R14 9R16 9R20

150 10R8 10R10 10R12 10R14 10R16 10R20

185 11R10 11R12 11R14 11R16 11R20

240 12R10 12R12 12R14 12R16 12R20

300 13R12 13R14 13R16 13R20

400 14R12 14R14 14R16 14R20

* 45° angle versions available on request

Tubular cable lugs Cu , 35 - 300 mm2, R-series

Standard type with narrow flange
•	For switchgear connections
•	Also available with inspection hole
•	Material/surface:  

Cu to EN 13600, tin-plated

mm2 M6 M8 M10 M12 M16

35 5SG6

50 6SG6 6SG8 6SG10

70 7SG6 7SG8 7SG10 7SG12

95 8SG6 8SG8 8SG10 8SG12

120 9SG6 9SG8 9SG10 9SG12

150 10SG6 10SG8 10SG10 10SG12

185 11SG10 11SG12 11SG16

240 12SG10 12SG12 12SG16

300 13SG10 13SG12 13SG16

Butt connectors Cu, 0.75 - 400 mm2, R-series

Standard type
•	For stranded conductors e.g. VDE 0295 Class 2
•	Annealed material optimises material and 

crimping properties
•	Material/surface:  

Cu to EN 13600 / tin-plated

mm2 mm2

0.75 17R 70 27R

1.5 18R 95 28R

2.5 19R 120 29R

4 20R 150 30R

6 21R 185 31R

10 22R 240 32R

16 23R 300 33R

25 24R 400 34R

35 25R

50 26R

mm2 M5 M6 M8 M10 M12 M14 M16 M20

6 41R5 41R6 41R8 41R10 41R12

10 42R5 42R6 42R8 42R10 42R12

16 43R5 43R6 43R8 43R10 43R12

25 44R5 44R6 44R8 44R10 44R12 44R14

35 45R6 45R8 45R10 45R12 45R14 45R16

50 46R6 46R8 46R10 46R12 46R14 46R16 46R20

70 47R6 47R8 47R10 47R12 47R14 47R16 47R20

95 48R8 48R10 48R12 48R14 48R16 48R20

120 49R8 49R10 49R12 49R14 49R16 49R20

150 50R8 50R10 50R12 50R14 50R16 50R20

185 51R10 51R12 51R14 51R16 51R20

240 52R10 52R12 52R14 52R16 52R20

300 53R12 53R14 53R16 53R20

400 54R12 54R14 54R16 54R20

* 45° angle versions available on request

Tubular cable lugs Cu, 6 - 400 mm2, R-series

90° angle, Standard type
•	For stranded conductors e.g. VDE 0295 Class 2
•	For pre-rounded sector-shaped conductors
•	Also available with inspection hole
•	Material/surface:  

Cu to EN 13600 / tin-plated

■ Extensive product range for low and medium voltage.
■ Distinct chamfer for easy entry of the conductor, burr-free edges.
■ Consistent precision, high safety and rating thanks to high quality pure

electrolyte copper.
■ Klauke coding system with manufacturer‘s identification, nominal cross section and hole.

Safe connections 
to Klauke standards.
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Tubular cable lugs Cu*, 10 - 300 mm2, F-series

•	For fine-stranded conductors, e.g. VDE 0295 
Classes 5 and 6

•	Also available with inspection hole
•	Material/surface:  

Cu to EN 13600 / tin-plated

mm2 M5 M6 M8 M10 M12 M14 M16 M20

10 702F5 702F6 702F8 702F10 702F12

16 703F5 703F6 703F8 703F10 703F12

25 704F5 704F6 704F8 704F10 704F12

35 705F6 705F8 705F10 705F12 705F14

50 706F6 706F8 706F10 706F12 706F14 706F16

70 707F8 707F10 707F12 707F14 707F16

95 708F8 708F10 708F12 708F14 708F16

120 709F10 709F12 709F14 709F16 709F20

150 710F10 710F12 710F14 710F16 710F20

185 711F12 711F14 711F16 711F20

240 712F10 712F12 712F14 712F16 712F20

300 713F12 713F14 713F16 713F20

* 90° and 45° angle versions available on request

Electrical connection systems
Copper tubular cable lugs and connectors

Tubular cable lugs Cu*, 6 - 400 mm2

•	For compacted conductors to VDE 0295 Class 2
•	Precise assignment thanks to colour coding 

system
•	Fewer crimps due to max. crimping width
•	Also available with inspection hole
•	Material/surface: Cu tin-plated

mm2 M5 M6 M8 M10 M12 M16 M20

6 6B5 6B6 6B8 6B10

10 10B5 10B6 10B8 10B10

16 16B6 16B8 16B10 16B12

25 25B6 25B8 25B10 25B12

35 35B8 35B10 35B12

50 50B8 50B10 50B12

70 70B8 70B10 70B12 70B16

95 95B10 95B12 95B16

120 120B10 120B12 120B16

150 150B10 150B12 150B16 150B20

185 185B10 185B12 185B16 185B20

240 240B12 240B16 240B20

300 300B12 300B16 300B20

400 400B16 400B20

* 90° and 45° angle versions available on request

Butt connectors Cu, 6 - 400 mm2

•	For compacted conductors to VDE 0295 Class 2
•	Precise assignment thanks to colour coding
•	system
•	Fewer crimps due to max. crimping width
•	Material/surface: Cu tin-plated

mm2 mm2

6 6B 95 95B

10 10B 120 120B

16 16B 150 150B

25 25B 185 185B

35 35B 240 240B

50 50B 300 300B

70 70B 400 400B

blue connection blue connection

We want to make every one of your operations as simple
as possible. So we‘ve made our new tubular cable lugs
fit perfectly on compacted stranded conductors – without
the need for additional sleeves. The blue marking of the
system elements ensures simple and logical application.

NEW

You will find more tubular cable lugs and connectors on our website www.klauke.com.

blue   +   blue   +   blue
= easy to do




