1/2” microfast® Connectivity

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.
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1/2” Microfast Cordset Varieties
KB = straight female connector (blank) = PVCjacket
WKB = rightangle female connector /590 = TPU jacket
SB = straight male connector /S90-SP = TPU coil cord
WSB = right angle male connector /S105 = PVCjacket, mechanical shield (braided)
/S1077 = silicone tubing
Body Style /51587 = Weldlife®, weld flash immune
/XOR = irradiated PVC jacket
(blank) = standard plug body _ .
£ - lua bod /S. = consult factory, special
= largeplug body /CS.. = consult factory, special
Coupling Nut Material Insertion Point of Extension Cable and Second Prefix*
(blank) = nic}(el plated brass * Female connector listed first, male connector second
v = stainless steel Example: KB 3T-2-SB 3T
K = nylon
Number of Wires / AWG / Color Codes Length in Meters
2 = BN,BU
3 = GN,RD/BK,RD/WH
4 = RD/BK RD/WH,RD,GN Plug Options
5 = RD/WH,RD, GN, RD/YE, RD/BK - r——
6 = RD/WH,RD,GN,RD/YE, RD/BK, RD/BU T = Tharbfitting
AWG sizes depend on body style and “/S” variety
Extension Examples:
Hybrid connector extensions also available. Consult factory.
KB | [3/T|-|2| |sB| |3]T
WKB| |3 /T|-|2| |sB| [3|T
KB | |3|T|-|2| |wsB| [3|T
WKB| [3|T|-|2 |wsB| |3|T

E2 B2007

Table of Content

www.turck.com

1-800-544-7769 - Fax:(763)553-0708 - TURCK - Minneapolis, MN 55441



1/2” microfast® Connectivity

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

1/2" Microfast Receptacle

F KB Vv

Gender

K =
S

female connector
male connector

Designator for Receptacle

Mounting Style

nffol

18.25| /| S..

Varieties

/5. =

Mounting Threads

consult factory, special

18.25 = 1/4-18 NPT

14.5 = 1/2-14NPSM

14.5/NPT 1/2-14 NPT
Length in Meters

Mounting Threads

(blank) = front mount

P = back panel mount >
3

Reverse Key g

(blank) = nickel plated brass 6

Y = stainless steel

BN, BU

GN, RD/BK, RD/WH

RD/BK, RD/WH, RD, GN

RD/WH, RD, GN, RD/YE, RD/BK

RD/WH, RD, GN, RD/YE, RD/BK, RD/BU

AWG sizes depend on body style and “/S” variety

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

Field Wireable Type

MF |S 3

2

31

10

MF = standard field wireable
Gender

(blank) = female

S = male

1/2 Microfast Field Wireable

www.turck.com -
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| Cable Option

0 = nocable

Termination

1 = standard

Number of Pins

3 = 3

Housing Style

1 = straight
2 = rightangle
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1/2” microfast® Connectivity

* NEMA 1, 3, 4, 6P
¢ |ECIP67 Protection

IIEFm)

eEse

e e ve
Connector Style Female Part Number = Male Part Number Features Pinout
| 12s6 319] KB 3T-% SB 3T ITC/PLTC PVC Yellow, 3x22
(] [ = 1 WKB 3T-* WSB 3T-* AWG, 105 °C, 5.1 mm OD,
1220 [31.0] Cable #RF50531-*M
~—I L_o.551 [14.0] Female
— 1/2-20UNF £
2 3
AWM TPU Yellow, 3x18 1.6N
KB 3T-*/S90 SB 3T-*/S90 AWG, 90 °C, 5.3 mm OD, 2' RD/BK
WKB 3T-*/S90 WSB 3T-*/S90 Cable #RF50547-*M, ’
. 3.RD/WH 1
Cut/Abrasion Immune
945 [24.0]
——I le— 2.551 [14,0]
——I L— 1/2-20UNF
ITC/PLTC PVC Yellow,
KB 3T-*/S105 SB 3T-*/S105 3x22 AWG,105 °C, 6.2 mm
WKB 3T-*/S105 WSB 3T-*/S105 OD, Cable #RF50535-*M,
Braided Shield
0.571 [14.5]
1/2-20UNF
_f f ITC/PLTC PVC Yellow, 2x22 1.N/C Male
KB 3T-*/S749 SB 3T-*/S749 AWG, 105 °C, 5.1 mm OD, 2. BK >
WKB 3T-*/S749 WSB 3T-*/S749 Cable #RF50650-*M, 3-pin ’ !
. 3.WH 3 2
with 2 conductors
1
AWM TPE Grey, 3x22 AWG
220 [31.0] KB 3T-%/S1507 SB3T-*/51507 105 °C, 4.8 mm OD, Cable 1.BK
X X N o
l WKB3T-+/51507 | WsB3T-/s1507 | "R o2085"M, Flexiife-20, | 2.BN
High Flex - Over 20 million | 3.BU
9.551 [14.0]
— le— 1/2-20UNF cycles
* Length in meters. Standard cable lengths are 2, 4, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “KB ..”; “KBK ..” indicates nylon and “KBV ..” indicates stainless steel.
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We reserve the right to make technical alterations without prior notice.

1/2” microfast® Connectivity TWURCK

* NEMA 1, 3,4, 6P
¢ |ECIP67 Protection

* 250V,4A ‘% e ‘n“’@ w @ &

Connector Style Female Part Number = Male Part Number Features Pinout

ITC/PLTC PVC Yellow,

KB 4T-* SB 4T-* 4x22 AWG, 105 °C, 5.3 mm
WKB 4T-* WSB 4T-* 0D, Cable #RF50555-*M,
Flexlife®
AWM TPU Yellow, 4x22 1. RD/BK
KB 4T-*/S90 SB 4T-*/S90 AWG, 90 °C, 4.7 mm OD, 2.RD/WH
WKB 4T-*/S90 WSB 4T-*/S90 Cable #RF50614-*M, Cut/ 3.RD
Abrasion Immune 4.GN

ITC/PLTC PVC Yellow,

KB 4T-*/S105 SB 4T-*/S105 4x22 AWG, 105 °C, 6.2 mm Male
WKB 4T-*/S105 WSB 4T-*/S105 OD, Cable #RF50656-*M, €
Braided Copper Shield 2

3 1

AWM TPU Grey, 4x22 AWG, | 1.BN

__I 1.256 [31.9]
d

] KB 4T-*/S727 SB 4T-*/S727 90 °C, 5.1 mm OD, Cable 2.BU
945 [24.0] WKB 4T-*/S727 WSB 4T-*/S727 #RF50532-*M, Special 3.BK 4
Conductor Color Code 4. WH
—= l—— 2.551 [14.0]
——I L— 1/2-20UNF
1. RD/WH
ITC/PLTC PVC Yellow, 5 RD/W
KB 5T-* SB 5T-* 5x22 AWG, 105 °C, 5.7 mm 3' N
WKB 5T-* WSB 5T-* OD, Cable #RF50556-*M, ’
Flexlife 4.RD/YE
5.RD/BK
Female
P
5 1
6
1. RD/WH 4 2
1.256 [31.9] ITC/PLTC PVC Yellow, 2.RD
_—I — KB 6T-* SB 6T-* 6x22 AWG, 105°C,6.2mm | 3.GN 3
= * . .
y WKB 6T- WSB 6T- OD, Cable #RF51003-*M, 4.RD/YE Male
1:220 [31.0] Flexlife 5. RD/BK o
l 6.RD/BU | 1 5
0.551 [14.0] 6
— lte— 1/2—-20UNF
2 4
3

* Length in meters. Standard cable lengths are 2, 4, 6, 8 and 10 meters. Consult factory for other lengths.
** Standard coupling nut material is nickel plated brass “KB .."”; “KBK ..” indicates nylon and “KBV .." indicates stainless steel.
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