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3 8 2 L o g ic  Plu s  T ech nica l

S w itc h s o c k e t O u tle ts

Sta n d a r d s  a n d  a p p r o v a ls

Logic Plus 13A socket outlets comply with

B S  136 3: Pa rt 2: 19 9 5 .

R epla cemen t fuses to the 3 ga n g socket outlets

comply with B S  136 2: 19 7 3.

D es c r ip tio n

A  ra nge o f so ck et o u tlets designed fo r ea se o f insta lla tio n a nd h a ving a ll th e a dva nta geo u s design 

fea tu res o f th e L o gic P lu s ra nge. T h e 2 ga ng so ck ets with  o u tb o a rd ro ck ers a re o f p a rticu la r va lu e fo r u se 

b y  th e infirm  a nd p a rtia lly  sigh ted.

N o n-sta nda rd clea n ea rth  so ck ets a re fo r u se o n insta lla tio ns wh ere restricted a ccess is req u ired a nd 

will o nly  a ccep t M K  L N 6 4 7  1 3 A  no n-sta nda rd p lu g with  T -sh a p ed ea rth  p in. T h e so ck ets h a ve two  

indep endent ea rth  term ina ls so  th a t th ey  ca n a lso  b e u sed fo r ‘clea n ea rth ’ insta lla tio ns. K 2 7 4 6  C E  W H I 

h a s two  indep endent ea rth  term ina ls fo r ‘clea n ea rth ’ insta lla tio ns.

K 7 8 1  W H I, K 2 6 5 7  W H I, K 2 7 3 7  W H I, K 2 7 4 6  W H I a nd K 2 7 5 7  W H I a re fitted with  two  ea rth  term ina ls o n 

a  co m m o n b u sb a r to  p ro vide a  do u b le ea rth  fa cility  fo r u se wh en insta lla tio ns req u ire a  h igh  integrity  

p ro tective co nnectio n a s sp ecified with in B S  7 6 7 1 : 2 0 0 8 . 

T h e p ro du cts ca n b e q u ick ly  insta lled a s rep la cem ent fo r ex isting 1 3  a m p  so ck ets o r in a  new 

insta lla tio n.

F u s e c a r r ier s

(3  g a n g  s witc hs o c k et o n ly )

T h e fu se ca rrier is o p ened b y  a  fa st-a cting, screwdriver-o p era ted, wo rm -drive screw fo r ea se o f 

rep la cem ent.

R o u n d  p in  s o c k ets

A  ra nge o f ro u nd p in so ck ets is a lso  a va ila b le, switch ed a nd u nswitch ed.

T ec hn ic a l s p ec if ic a tio n

Electrical

V olta ge ra tin g:

25 0 V  a .c.

C urren t ra tin g:

13A per socket outlet

(ex cept 3 ga n g which is 13 a mp in  tota l)

T ermin a l ca pa city:

Liv e, n eutra l &  ea rth

3 x  2.5 mm2

3 x  4 mm2

2 x  6 mm2 (sta n d a rd )

(D ua l ea rth termin a ls on  list N os. 

K 7 8 1 W H I, K 26 5 7  W H I, K 27 37  W H I, K 27 4 6  W H I, K 27 5 7  

W H I)

P h y s ical

Amb ien t opera tin g tempera ture:

– 5 ° C  to + 4 0 ° C

(n ot to ex ceed  a n  a v era ge of more tha n  25 ° C  in  a n y 24  

hour period )

IP ra tin g:

IP2X D

M a x . in sta lla tion  a ltitud e:

20 0 0  metres

B O X  T Y PES

F lu s h F lu s h (fo r  ex tra Su rfa c e In s u la ted Su rfa c e M eta l

wirin g  s p a c e) 

1  ga ng 8 6 1  Z IC 8 6 6  Z IC K 2 1 4 0  W H I K 2 2 1 1  A L M /K 2 2 1 3  A L M

2  ga ng 8 6 2  Z IC 8 8 6  Z IC K 2 1 4 2  W H I K 2 2 1 2  A L M /K 2 2 1 4  A L M

3  ga ng K 8 6 3  Z IC N o t a va ila b le K 2 1 5 3  W H I N o t a va ila b le

F o r  a  fu ll r a n g e  o f c o r r e s p o n d in g  p r o d u c t s , 

s e e  p a g e s  3 2 -5 0  in  t h e  p r o d u c t  s e le c t o r .
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383Logic Plus Technical

Switchsocket Outlets

Moulded ‘on’ indicator flash on switches 

will not rub off –  totally safe

O ptional neon indicators in the switch 

rockers with 175° visibility in the horiz ontal 

and vertical planes

3 pin operated safety shutter

Printed terminal markings on grey rear 

mouldings for clearer identification

Top access, angled terminals make wiring 

easier and quicker

3mm minimum switch contact gap

D ouble pole switching

Choice of inboard or outboard positioned 

rockers

Additional electrical safety from neutral 

‘make first’, ‘break last’ feature

Switch contacts with silver contacts on 

both surfaces for good continuity

O nly one siz e of screwdriver required for 

installation

D ual earth terminals for high integrity 

earthing on list Nos. K781 WHI,

K2657 WHI, K2737 WHI, K2746 WHI, 

K2757 WHI

Backed out and captive terminal screws

‘Clean earth’ sockets available

Non-standard ‘clean earth’ sockets 

available

Selected sockets available in graphite finish 

to assist with Part M compliance

Features

Installation

Logic Plus socket outlets can be wall or bench 

mounted. D o not mount or use as a trailing 

socket or where they may be subject to excessive 

moisture or dampness.

2 gang switchsocket –  view from  rear

Top-facing, angled, backed-out terminals make 

wiring easier and quicker.

C ab le m anagem ent

Logic Plus socket outlets can be mounted in a 

variety of MK trunking systems.
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