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ELEKTROKONTAKT

DTO

Modular contact block, momentary

General Data

Type reference DTO

Approvals CCC, cCSAus, DNVGL, ENEC10, VDE, CE, KEMA KEUR,
TOV_Sud

Protection class II (protective insulation)

Connection type Cage-Clamp 0.08-2.5 mm?

Max. storage temperature -40°C ... 70°C

Mechanical life 1 million switching cycles

Contact resistance NC < 20 mOhm (new state)

Min. voltage 5V

Positive opening contact acc. to EN60947-5-1,appendix K

Electrical data acc. to IEC/EN 60947-5-1 (VDE 0660 Sect. 200)

alternate current direct current

Rated insulation voltage Ui 600V 400V

Rated operating current le 3A/1.9A 0.27A/055A/1A/2A

Continuous thermal current 16 A

Electrical data acc. to IEC/EN 61058-1 (VDE 0630 Sect. 1)
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Rated voltage Ue 250 V~ / 400 V~

Rated current le 16(10) A / 10(5) A

Vibration resistance

Shock resistance

Constant climatic resistance

Contact block of type series D

Additional test at ambient temperature = -40°C:
Mechanical life: 50,000 switching cycles
(actuator: KRIMT)

Mechanical life: 6050 switching cycles (actuator
KRIMV32)

Overvoltage category 1

Pollution degree 3
Glow wire festing 750°C / 850°C
llustration: Switching diagram: Wiring diagram:
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