
YOUR SELECTION

PILOT SOLENOID VALVES
3/2 NC

subbase mounted
CNOMO size 30 mounting pad

Series 189 190 192
Fluids air or inert gas, filtered, lubricated or not
Differential pressure 0 to 10 bar 0 to 12 bar
Fluid temperature -10°C to +60°C
Ambient temperature -10°C to +60°C
Body Technical polymers
Sealings NBR (nitrile), PUR (polyurethane)
Standard voltages DC (=) 24V (M12 connection)
 DC (=) 24V - 48V
 AC (~) 24V - 48V - 115V - 230V / 50 Hz

• Different electrical connections (CNOMO or M12)

• Rotatable coil (4 positions at 90° intervals)

• Reduced power consumption

• Connectable exhaust

orifice
size

power solenoid 
valve (M)

code (1)

(M)

standard voltages (V) connector

AC (~) / 50Hz DC(=) standard with 2 m cable with built-in visual indicator and 
protection~ =

mm VA W 24 48 115 230 24 48 code code voltage code

3/2 NC - version without connector, size 22 (2) 

1,2 3,5 2,5 18900002 ● 3 3 3 3 3 88122404 88122413

24V =/~
48V ~
115V ~
230V ~

88122405
88122406
88122407
88122410

3/2 NO - version without connector, size 22 (2) 
1,2 3,5 2,5 18900011 ● 3 3 3 3 3 88122404 88122413 24V = 88122405

3/2 NC - version with connector, size 22 (2) 
1,2 3,5 2,5 18900001 ● 3 3 3 3 3 supplied - -
1,2 3,5 2,5 18900007 ✕ 3

3/2 NC - version with connector, size 22, with visual indicator and electrical protection (2) 
1,2 3,5 2,5 18900019 ● 3 - - - supplied
1,2 3,5 2,5 18900018 ● 3

3/2 NO - version with connector, size 22 (2) 
1,2 3,5 2,5 18900010 ● 3 3 3 3 3 supplied - -

3/2 NC - version with connector, size 30 (3) 
1,6 4 3 19000005 ✕ 3 3 3 3 3 3

supplied - -
1,6 4 3 19000006 ● 3 3 3 3 3 3

1,6 4 3 19000017 ▼ 3 3 3 3 3

1,6 4 3 19000008 n 3 3 3 3

3/2 NC - version with connector, size 30, with exhaust to the subbase (3) 
2,1 10 7 19201001 ✕ 3 3 3 3

supplied - -2,1 10 7  19201002 ● 3 3 3 3

2,1 10 7  19201003 ▼ 3 3 3 3

3/2 NC - version with connector, size 30, with exhaust 1/8 to the front side (3) 
2,1 10 7 19201007 ✕ 3 3 3 3

supplied - -2,1 10 7 19201008 ● 3 3 3 3

2,1 10 7 19201009 ▼ 3 3 3 3

3/2 NC - version with connector with visual indicator (LED) and electrical protection (RC), size 30 (3) 
1,6 4 3 19000021 ● 3 - - supplied
1,6 4 3 19000022 ● 3 3 3

(M)  Manual operator    ✕ : without     ● : with maintained manual operator     ▼ : with impulse manual operator    n : with button
(1)  When ordering, please specify in addition to the code:   the type of current,  voltage / frequency - Examples: 18900001 24V DC
(2)  DIN 43650, 11 mm, industry standard B     (3) ISO 4400 / EN 175301-803, form A

+ or or



instant fittings subbase (polyamide 6/6)
1 single subbase

OD 4 mm instant fittings
35300069

1 joinable subbase 35300070

set of 2 joinable end subbases, pressure inlet on right 
side, OD 6 mm instant fittings OD 6 mm instant fittings 35300071

threaded subbase (zamak)
laterally-connected single subbase

threaded G 1/8
35300047

laterally-connected joinable subbase 35300048
laterally-connected single subbase
(3 connectable lateral ports)

threaded G 1/4
35300049

laterally-connected joinable subbase
(3 connectable lateral ports)

35300057

replacement coils - see page 111

YOUR SELECTION

PILOT SOLENOID VALVES

orifice
size

power solenoid valve 
(M)

code (1)

standard voltages (V) connector

(M) AC (~) / 50Hz DC(=) standard with 2 m cable with built-in visual indicator and 
protection~ =

mm VA W 24 48 115 230 24 48 code code voltage code

3/2 NC - version without connector, size 30 (3) 
1,6 4 3 19000013 ✕ 3 3 3 3 3

88122404 88122612

24V =/~
48V ~
115V ~
230V ~

88122603
88122604
88122605
88122608

1,6 4 3 19000014 ● 3 3 3 3

1,6 4 3 19000018 ▼ 3 3 3 3 3

1,6 4 3 19000016 n 3 3 3

3/2 NC - version without connector, size 30, with exhaust to the subbase (3) 
2,1 10 7 19201022 ✕ 3 3 3 3

88122404 88122612

24V =/~
48V ~
115V ~
230V ~

88122603
88122604
88122605
88122608

2,1 10 7 19201023 ● 3 3 3 3

2,1 10 7 19201024 ▼ 3 3 3 3

3/2 NC - version without connector, size 30, with exhaust 1/8 to the front side (3) 
2,1 10 7 19201028 ✕ 3 3 3 3

88122404 88122612

24V =/~
48V ~
115V ~
230V ~

88122603
88122604
88122605
88122608

2,1 10 7 19201029 ● 3 3 3 3

2,1 10 7 19201030 ▼ 3 3 3 3

3/2 NC - version with M12 connection, with exhaust to the subbase
2,1 10 7 19201136 ✕ 3

not supplied - -2,1 10 7 19201137 ● 3

2,1 10 7 19201138 ▼ 3

3/2 NC - version with M12 connection, with exhaust G 1/8 to the front side
2,1 10 7 19201142 ✕ 3

not supplied - -2,1 10 7 19201143 ● 3

2,1 10 7 19201144 ▼ 3

+ or or

(M) Manual operator    ✕ : without     ● : with maintained manual operator     ▼ : with impulse manual operator    n : with button
(1) When ordering, please specify in addition to the code:   the type of current,  voltage / frequency - Examples: 19201136 24V DC
(2) DIN 43650, 11 mm, industry standard B     (3) ISO 4400 / EN 175301-803, form A



PILOT SOLENOID VALVES
DIMENSIONS
Solenoid valves

miniature solenoid valve (series 302) 
pad mount, CNOMO size 15 - connector size 15

miniature solenoid valve (series 302) 
pad mount, CNOMO size 15 - M12 connector
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solenoid valve (série 189)  
pad mount, CNOMO size 30

solenoid valves (series 190 - 192)  
pad mount, CNOMO size 30
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Subbases

CNOMO size 15 subbases (miniature solenoid valve, series 302)

single M5 threaded subbase joinable sub-bases with instant fittings

CNOMO size 30 subbases (solenoid valves, series 189 - 190 - 192)

single subbase -instant fittings joinable sub-bases with instant fittings single subbase - threaded joinable subbase - threaded
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dimensions (mm)
series A B C D E F H

(190 M12)
190 30 83 73 15 16,5 66 60
192 30 105 71 15 15,5 91 -

1

  two dia. 3,5 mm securing holes, dia. 6,5 mm counter-bores, 
depth 3,5 mm

2   Adaptable clips
3   2 mounting holes 4,5 mm dia.
4   with instant fittings for tube Ø 4 mm O.D.
5   with instant fittings for tube Ø 6 mm O.D.

 n = number of subbases
(x)  the joinable subbases are supplied with sealings and 

screws for battery-type mounting

 manual operator

1   2 mounting screw M3 x 20  
(supplied)

2  seal (supplied)
3  Version with LED and electrical 

protection

2 

3 

2 

64 
(4x) 

L 

32 30 
(2x) 

16 8 8 8 8 16 16 16 

3 

1 9 1 

13 

21,5 

8,5 

3 3 

1 1 5 , 1 2 

5 , 4 1 1 1 

5 , 3 

2 

G 1/8 

2 

4

15

3 x ØM5

15,2

51

02

01 

9

6

1

3

2
1

3

2 2 2

5,2

1

1   2 mounting holes Ø M3, depth 4,5 mm
  Outlet port (2) can be connected on the left 

or the right side of the subbase.

2   Fixing hole Ø 3,2 (2 for 4x ; 1 for 2x)
3   Fixing hole M3, depth 8 (2 for 4x ; 1 for 2x)

x =  Mounting pad for miniature solenoid valve
2 G1/8 plugs supplied  with instant fittings for tube Ø 

4 mm O.D.
4

x subbases L
2 2x - 
4 4x -
6 4x + 2x 110
8 4x +4x 142

10 4x + 4x + 2x 174

1

  Mounting: two CM4x20 
screws (supplied)

2  Mounting: two CM4 x 33,5 
screws (supplied)

3  Series 190
4  Series 192 with exhaust 

in the mounting pad
5  Series 192 with exhaust 

on front side

Ports
1 : Pressure
2 : Utilisation
3 : Exhaust




