
Sleeves for compacted conductors, for tubular cable lugs and connector standard type

  
Description

>  For multi-stranded, compacted conductors e.g. to DIN EN 60228 Cl. 2

>  Allows the use of Klauke tubular cable lugs and connectors, standard type, on compacted conductors

  

Characteristics

>  Annealed material optimises material and crimping properties

  

Material

>  Copper (HCP)

  

Surface

>  Tin-plated to protect against corrosion

  

Processing Instructions

>  Refer to the installation instructions in the technical appendix "Installation instructions for compacted
conductors, types VHR and VHD"
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Articles

  
Sleeve for compacted conductors, 16 mm², standard type

Nominal cross section mm² 16

Part No. VHR16

Dim. mm for d1 5.0

Dim. mm. for d4 5.3

Dim. mm for l 11

Weight/
100 pcs.
~ kg

0.024

Packing unit/pcs 100

Sleeve for compacted conductors, 25 mm², standard type

Nominal cross section mm² 25

Part No. VHR25

Dim. mm for d1 6.4

Dim. mm. for d4 6.7

Dim. mm for l 14

Weight/
100 pcs.
~ kg

0.038

Packing unit/pcs 100

Sleeve for compacted conductors, 35 mm², standard type

Nominal cross section mm² 35

Part No. VHR35

Dim. mm for d1 7.7

Dim. mm. for d4 8.2

Dim. mm for l 15

Weight/ 0.083
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100 pcs.
~ kg

Packing unit/pcs 100

Sleeve for compacted conductors, 50 mm², standard type

Nominal cross section mm² 50

Part No. VHR50

Dim. mm for d1 9.0

Dim. mm. for d4 9.5

Dim. mm for l 18

Weight/
100 pcs.
~ kg

0.118

Packing unit/pcs 50

Sleeve for compacted conductors, 70 mm², standard type

Nominal cross section mm² 70

Part No. VHR70

Dim. mm for d1 10.6

Dim. mm. for d4 11.2

Dim. mm for l 19

Weight/
100 pcs.
~ kg

0.173

Packing unit/pcs 50

Sleeve for compacted conductors, 95 mm², standard type

Nominal cross section mm² 95

Part No. VHR95

Dim. mm for d1 12.4

Dim. mm. for d4 13.0

Dim. mm for l 21

Weight/
100 pcs.

0.223
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~ kg

Packing unit/pcs 50

Sleeve for compacted conductors, 120 mm², standard type

Nominal cross section mm² 120

Part No. VHR120

Dim. mm for d1 13.9

Dim. mm. for d4 14.5

Dim. mm for l 22

Weight/
100 pcs.
~ kg

0.261

Packing unit/pcs 50

Sleeve for compacted conductors, 150 mm², standard type

Nominal cross section mm² 150

Part No. VHR150

Dim. mm for d1 15.4

Dim. mm. for d4 16.0

Dim. mm for l 26

Weight/
100 pcs.
~ kg

0.342

Packing unit/pcs 25

Sleeve for compacted conductors, 185 mm², standard type

Nominal cross section mm² 185

Part No. VHR185

Dim. mm for d1 17.6

Dim. mm. for d4 18.2

Dim. mm for l 26

Weight/
100 pcs.
~ kg

0.396
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Packing unit/pcs 25

Sleeve for compacted conductors, 240 mm², standard type

Nominal cross section mm² 240

Part No. VHR240

Dim. mm for d1 19.9

Dim. mm. for d4 20.5

Dim. mm for l 30

Weight/
100 pcs.
~ kg

0.508

Packing unit/pcs 25

Sleeve for compacted conductors, 300 mm², standard type

Nominal cross section mm² 300

Part No. VHR300

Dim. mm for d1 22.4

Dim. mm. for d4 23.0

Dim. mm for l 38

Weight/
100 pcs.
~ kg

0.723

Packing unit/pcs 10

Sleeve for compacted conductors, 400 mm², standard type

Nominal cross section mm² 400

Part No. VHR400

Dim. mm for d1 25.4

Dim. mm. for d4 26.2

Dim. mm for l 38

Weight/
100 pcs.
~ kg

1.108

Packing unit/pcs 10
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