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Whatever the weather, Plexo offers 

maintained and non-maintained IP55 

and IP66 solutions to meet the specific 

requirements of outdoor installations.

PERFECT PROTECTION, WHEN YOU NEED IT

Together, Plexo’s IP55 and IP66 ranges provide a 

complete weatherproof solution. Additional functionality 

is also available with a selection of modular housings 

that accommodate Arteor modular devices.

   

For Arteor 

modules 

see p. 9-29
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Safety in numbers
IP55 & IP66 rated fi ttings

Safety in numbers

MODULAR OPTIONS

  1 Surface mounting options

  1 Flush mounting options

  1 Silicon groove and flexible cable entry 

  4 Socket design accepts moulded plugs

 PLEXO
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IP 66 - IK 08
Grey RAL 7016 / TO 29
Polypropylene/ABS housing
Temperature rating : –20 to +40 °C (+50 °C for short periods)
 Provision for 20 mm dia. conduit entries (side and rear)
Stainless steel captive terminal screws supplied in backed-off position

 Pack Cat. Nos. Switches - 250 V±
    20 A switches

    Conform to BS EN 60669-1 
  Grey  Fitted with rear gasket with groove to deposit silicone
  

 1  6846 03  1 gang – 2 way SP   

 1  6846 04  2 gang – 2 way SP 

   13 A - 250 V± socket outlets

    Conform to BS 1363 : Part 2 
    Fitted with rear gasket with groove to deposit silicone

  Grey

 1  6846 19  1 gang unswitched
     

 1  6846 29  2 gang switched

6846 03

6846 19

5721 116846 36 + 5721 11

 Pack Cat. Nos. 13 A - 250 V± fused spur unit

    Conforms to BS 1363 : Part 4
    Fitted with rear gasket with groove to deposit silicone
  

Grey

 1  6846 45  1 gang DP switched

   Adaptors for Arteor modules

    Fitted with rear gasket with groove to deposit silicone
    No additional support frame required 

  Grey

 1  6846 36  2 module adaptor with
    semi-transparent lid
   

 1  6846 38  3 module adaptor with
    semi-transparent lid

   British Standard 13 A socket
    

Shuttered for child safety
    13 A - BS 1363 : Part 2

 Fits into Arteor module adaptors (Cat. Nos. 6846 36  
 and 6846 38 above)

 
10 5721 11   2 P + T ASTA approved

   ISO M20 cable gland

 25  0980 03  Cable gland IP 68

6846 29

Plexo
IP 66 weatherproof wiring devices

Arteor modules p. 9-29



Download the full file at 

 

http://assets.kempstoncontrols.com/doc/Wiring%20Accessories%20Product%20Guid
e.pdf 
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