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LS Series

Table 21. Terminal Block, Base Receptacle

 Plug-in less 
base*

Description

18PA1 Terminal block (base receptacle) with 0.5-14 NPT conduit thread. For use with 200LS Series

18PA1-4C Terminal block (base receptacle) with 20 mm conduit threads. For use with 200LS-4 Series

18PA1-4PG Terminal block (base receptacle) with PG13,5 conduit threads. For use with 200LS-4 Series

Table 22. Replacement Levers for Side Rotary Switches

Catalog Listing 
(North America)

Catalot Listing 
(EMEA/Europe)

Description

LSZ51D 6PA78-4 Replacement lever for most 1LS switches with fixed length 38,1 mm lever with Ø19 mm steel roller 

LSZ52C 6PA44-4 Replacement lever for most 1LS switches w adj. length 38 mm to 90 mm lever with Ø19 mm nylon roller 

LSZ54M 6PA43-4 Replacement aluminum rod lever for most 1LS switches w adj. rod  with max. length 140 mm

6PA80 6PA80-4 Replacement fork lever for 6LS switches w steel rollers on opposite side

6PA102 6PA102-4 Replacement fork lever for 6LS switches w nylon rollers on same side

6PA82 Fork lever for 6LS switches w steel rollers on same side

LSZ52D Adjustable length lever 38 mm to 90 mm w Ø19 mm steel roller

LSZ52J Adjustable length lever 38 mm to 90 mm w Ø25,4 mm nylon roller

LSZ52K Adjustable length lever 38 mm to 90 mm w Ø38,1 mm nylon roller

LSZ52M Adjustable length lever 38 mm to 90 mm w Ø50,8 mm rubber roller

LSZ52Y Adjustable length lever 38 mm to 90 mm w Ø50,8 mm nylon roller

6PA71 Fixed length lever, 38,1 mm length w Ø19 mm nylon roller

6PA121 Fixed length lever, 38,1 mm length w Ø19 mm steel roller

LSZ51L Fixed length lever, 38,1 mm length w Ø19 mm ball bearing steel roller

6PA144 Fixed length lever, 38,1 mm length w Ø19 mm ball bearing steel roller

6PA63 Adjustable stainless steel rod lever, 330 mm max. length

6PA69 Adjustable stainless steel spring rod lever, 127 mm to 190 mm

6PA57 Manually operated Ø38,1mm aluminum button on a 68,1 mm metal lever


