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M Series Metal Air Silencers

NPTF Male Dimensions

Silencers Accessories

Model NPTF A B C cv
e s— ///ﬁ\ M1MN 1/8 1.38 (34.9) | 1.22(31.0)| 0.44 (11.1) | 1.17
A et — [ _,_\r M2MN 1/4 1.75 (44.5) [1.53 (38.9)| 0.56 (14.3) | 2.54
e @} \\\\\,/’// M3MN 3/8 2.25(57.2) | 2.00 (50.8)| 0.69 (17.5) | 5.08
M4MN 1/2 2.72 (69.1) | 2.41 (61.1)| 0.88(22.2) | 7.32
NOM. PROJ. C
B M5MN 3/4 3.16 (80.2) | 2.81 (71.4)| 1.06 (27.0) | 13.87
A M6MN 1 3.88(98.4) |3.47 (88.1)| 1.31(33.3) | 19.53
M7MN 11/4 450 (114.3) |4.16 (105.6)| 1.69 (42.9) | 28.32
M8MN 11/2 5.00 (127.0) |4.59 (116.7)| 2.00 (50.8) | 38.09
poN—— /’j\\ MOMN 2 5.50 (139.7) [5.06 (128.6)| 2.38 (60.3) | 52.73
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< Model NPTF A B H cv
NOM. PROJ. | Cc ™ M1FN 1/8 1.38(34.9) | 1.22 (31.0)| 0.50 (12.7) 1.17
B A | M2FN 1/4 1.75(44.5) | 1.53 (38.9)| 0.62 (15.9) | 2.54
—.——— ———
M3FN 3/8 2.25(57.2) |2.00 (50.8)| 0.75(19.1) | 5.08
D M4FN 1/2 2.72 (69.1) [2.41 (61.1)| 0.94 (23.8) | 7.32
BSPT Male Dimensions
ANSI SYMBOL
Model NPTF A B C cv
M1MB 1/8 1.38(34.9) [ 1.22(31.0)| 0.44 (11.1) | 1.17
Application: M2MB 1/4 1.75 (44.5) | 1.53 (38.9)| 0.56 (14.3) | 2.54
The M Series muffler SOﬁ'y exhausts air and M3VB 3/8 2.25(57.2) [2.00 (50.8)| 0.69 (17.5) | 5.08
1 I O
d|sper§es it over a 360 pgttern. Qonstructed ofa NI v 272 (691) |2.41 (611)] 088 (22.2) | 7.32
corrosion resistant metal, it can withstand shock and Ay o 516 (80.2) | 261 (71.4)| 1.06 27.0) | 1367
continuous, heavy duty use under many conditions. - ' : ' .
This muffler is ideal for use on the 22/32 Series MoMB ! 888(98.4) [347 @8.1)] 1.51(333) | 1953
Solenoid Soft Start Quick Exhaust Valve, Lockout
Valves, valve exhaust ports, single acting cylinders,
and many other applications.
SSM Series Stainless Steel Air Silencers
L g NPTF Male Dimensions
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PSP - SENERL Model NPTF A B c cv
e Rﬂ‘ N Ny SSM1MN 1/8 1.38(34.9) [1.22 (31.0)| 0.44 (11.1) | 1.17
NOM. PROS I L SSM2MN 1/4 1.75 (44.5) |1.53 (38.9)| 0.56 (14.3) | 2.54
’ B ) | c > SSM3MN 3/8 2.25(57.2) |2.00 (50.8)| 0.69 (17.5) | 5.08
A SSM4MN 1/2 2.72 (69.1) |2.41 (61.1)| 0.88(22.2) | 7.32
_{D SSM5MN 3/4 3.16 (80.2) |2.81 (71.4)| 1.06 (27.0) | 13.87
SSMBMN 1 3.88(98.4) |3.47 (88.1)| 1.31(33.3) | 19.53

ANSI SYMBOL

Application:

The SSM Series Muffler is constructed with 300 Series stainless

steel. Resistant to atmospheric corrosion, sterilizing solutions, organic
chemicals, and many inorganic chemicals makes this a terrific product
for dairy and food plants. The SSM Series Muffler softly exhausts

air and disperses it over a 360° pattern. Because of its heavy-duty
construction, it can withstand shock and continuous cycling.

Information subject to change without notice. For ordering information or regarding your local sales office visit www.numatics.com.
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