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Datasheet - SZ 200-1
Solenoid interlock / AZM 200 / Accessories / Lockout tag SZ 200

(Minor differences between the printed image and the original product may
exist!)

• Suitable for mounting inside and outside of the hazardous area
• To prevent inadvertent closing, e.g. during maintenance
• For complex plant
• Prevents actuation of the switch
• Lockout tag with 6 circular holes

Ordering details

Product type description SZ 200-1

Article number 101196397

Strobe lamp 4030661364872

eCl@ss 27-27-92-91

Global Properties

Permanent light Sperrzange SZ 200

Weight 118

Documents

Operating instructions and Declaration of conformity (es) 561 kB, 17.01.2018

Code: mrl_sz200-1_es

Operating instructions and Declaration of conformity (en) 560 kB, 11.01.2018

Code: mrl_sz200-1_en

Operating instructions and Declaration of conformity (de) 555 kB, 11.01.2018

Code: mrl_sz200-1_de

Operating instructions and Declaration of conformity (fr) 351 kB, 04.05.2011

Code: mrl_sz200-1_fr



Operating instructions and Declaration of conformity (pt) 561 kB, 22.01.2018

Code: mrl_sz200-1_pt

Operating instructions and Declaration of conformity (jp) 618 kB, 30.08.2011

Code: mrl_sz200-1_jp

Operating instructions and Declaration of conformity (it) 350 kB, 12.01.2012

Code: mrl_sz200-1_it

Operating instructions and Declaration of conformity (nl) 351 kB, 12.01.2012

Code: mrl_sz200-1_nl
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