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 Pack Cat. Nos. Ceiling switches
  Conform to BS EN 60669-1   
    Clearly embossed terminal markings
   Thermoplastic material resulting in increased   

 mechanical strength
   Quick snap on cover mouldings with easily 
   detachable cord for installation/security

   Dimensions : 80 mm diameter
  Fixing centres : 50·8 mm

    Mains voltage – white

 10 0611 10  6 A – 250 V± SP one way 
    with 1·5 m white cord 

 10 0611 11  6 A – 250 V± SP two way 
    with 1·5 m white cord

 10 0611 30  16 A – 250 V± DP one way 
    with 1·5 m white cord 

    Extra low voltage (cord not supplied) 

 10 0611 25  Pull to make/pull to break (non-latching)1

 10 0611 26  Pull to make/pull to break with 28 V indicator 
    and orange lens (non-latching)1

0611 26 +
8204 60

   1 : Outside the scope of BS EN 60669-1

0611 10 

   Ceiling switch 50 A DP - 250 V±
   Conforms to BS 3676   
     Positive ON/OFF flag indicator
    Red neon indicator    
    Suitable for ceiling or wall mounting

For flush mounting, use box Cat. No. 0891 17 p. 85
   Dimensions : 86 x 86 mm
   Fixing centres : 60·3 mm

 10 7545  50 A DP ceiling switch

 10 7768 Surface box for Cat. No. 7545 - depth 47 mm

   Accessories

 10 0611 49 White replacement cord 1·5 m 
 10 8204 60 Orange cord 2·3 m and orange acorn 
 250 8204 69 White adaptor

7545 7768

ceiling switches utility weatherproof
buklhead lighting

 Pack Cat. Nos. Weatherproof round bulkhead lights

   IP 44
   Conform to IS EN 60598-1
   B22 lampholder
   Class II O (double insulated)
   White base

Multi-purpose low profile bulkhead suitable for 
indoor or outdoor application
Twist and lock closing

   Lamp not supplied

   100 W incandescent

 5 0604 50 With glass diffuser

 10 0604 58 With polycarbonate diffuser

0604 50

Plexo weatherproof bulkhead lights

   IP 55 - IK 08
B22 lampholder

   Hinged polycarbonate diffuser
Top/bottom reversible opening
Lamp not supplied

   75 W incandescent

 5 6604 17 With clear diffuser

 1 6604 18 With red diffuser

6604 17 6604 18
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■ Weatherproof round bulkhead lights

■ Plexo weatherproof bulkhead lights

All dimensions in mm (nominal)

Ø 70 max. Ø 50 min.
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