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Guided drives DFM-B, with plain-bearing guide GF

Ordering data – Modular product system

Ordering table
Size 12 16 20 25 32 40 50 63 Conditions Code Enter code

Module no. 529119 529120 532316 532317 532318 532319 534769 534770

Function Guided drive DFM DFM
Piston diameter [mm] 12 16 20 25 32 40 50 63 -...
Stroke [mm] 10 10 – – – – – – -...

20 20 20 20 20 – – – -...
25 25 25 25 25 25 25 25 -...
30 30 30 30 30 – – – -...
40 40 40 40 40 – – – -...
50 50 50 50 50 50 50 50 -...
80 80 80 80 80 80 80 80 -...
100 100 100 100 100 100 100 100 -...
125 125 125 125 125 125 125 125 -...
160 160 160 160 160 160 160 160 -...
200 200 200 200 200 200 200 200 -...
– – 250 250 250 250 250 250 -...
– – 320 320 320 320 320 320 -...
– – 400 400 400 400 400 400 -...

Variable stroke [mm] 10 ... 200 20 ... 400 25 ... 400 [1] -...
Generation B series -B -B
Cushioning Elastic cushioning rings/plates at both ends -P

– Pneumatic cushioning, adjustable at both ends [2] -PPV
Position sensing Via proximity switch -A -A
Guide Plain-bearing guide -GF -GF

[1]  ... Not with precision adjustment AJ
[2]  PPV Not with precision adjustment AJ, EJ.

Ordering data
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Guided drives DFM-B, with plain-bearing guide GF

Ordering data – Modular product system

Ordering table
12 16 20 25 32 40 50 63 Conditions Code Enter code

Temperature resistance Heat-resistant seals up to max. 120°C [3] S6
Precision adjustment, advanced Precision adjustment in the end positions, advanced -AJ
Precision adjustment, retracted – – Precision adjustment in the end positions, retracted -EJ
Accessories Supplied loose ZUB- ZUB-
Slot cover for sensor slot 1 ... 10 ...S
Proximity switches With cable, 2.5 m 1 ... 10 ...G

Non-contacting with ca-
ble, 2.5 m

1 ... 10 ...I

[3]  S6 Not with precision adjustment AJ, EJ
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Guided drives DFM-B, with recirculating ball bearing guide KF

Ordering data – Modular product system

Ordering table
Size 12 16 20 25 32 40 50 63 Conditions Code Enter code

Module no. 529119 529120 532316 532317 532318 532319 534769 534770

Function Guided drive DFM DFM
Piston diameter [mm] 12 16 20 25 32 40 50 63 -...
Stroke [mm] 10 10 – – – – – – -...

20 20 20 20 20 – – – -...
25 25 25 25 25 25 25 25 -...
30 30 30 30 30 – – – -...
40 40 40 40 40 – – – -...
50 50 50 50 50 50 50 50 -...
80 80 80 80 80 80 80 80 -...
100 100 100 100 100 100 100 100 -...
125 125 125 125 125 125 125 125 -...
160 160 160 160 160 160 160 160 -...
200 200 200 200 200 200 200 200 -...
– – 250 250 250 250 250 250 -...
– – 320 320 320 320 320 320 -...
– – 400 400 400 400 400 400 -...

Variable stroke [mm] 10 ... 200 20 ... 400 25 ... 400 [1] -...
Generation B series -B -B
Cushioning Elastic cushioning rings/plates at both ends -P

– Pneumatic cushioning, adjustable at both ends [2] -PPV
– – Shock absorber, self-adjusting, progressive [3] -YSRW

Position sensing Via proximity switch -A -A
Guide Recirculating ball bearing guide -KF -KF

[1]  ... Not with precision adjustment AJ
[2]  PPV Not with precision adjustment AJ, EJ.
[3]  YSRW Not with precision adjustment AJ, EJ, as already integrated.


