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Type designation CL50GXXP
Ident no. 3010476

Purpose LED indicator light
Operating mode Tower light
Design Cylindrical/Smooth
Construction type designation CL50
Housing material Plastic, ABS
Window material Plastic, diffuse
Electrical connection Cables, 4-wire
Cable length 2  m
Cable Jacket Material PVC
Protection class IP67
Ambient temperature -40…+50 °C
Approvals CE, UL listed

Operating voltage 18…30 VDC
DC rated operational current ð 100 mA
Response time typical <  10  ms

Light type Green

■ LED tower light

■ Individually controllable

■ Mechanical screw-in thread M30x1.5

■ Protection class IP67

■ Monochrome: Green (COL 1)

■ Cable length 2 m

■ Operating voltage 18…30 VDC

Wiring Diagram

Functional principle
Multicolor/multifunction display
Rugged and well-priced LED tower, easy to
install
Illuminated segments for clear operator guid-
ance and display of system status.
Display of up to 3 colors.
Compact devices, no controller required
No mounting



LED indicator
tower light
CL50GXXP

E
di

tio
n 

• 2
01

8-
05

-2
0T

16
:1

1:
42

+0
2:

00

2 / 2 Hans Turck GmbH & Co.KG ñ D-45472 Mülheim an der Ruhr ñ Witzlebenstraße 7 ñ Tel. 0208 4952-0 ñ Fax 0208 4952-264 ñ more@turck.com ñ www.turck.com

Accessories

Type code Ident no. Description

SMB30A 3032723 Mounting bracket, rectangular, stainless steel, for sensors
with 30mm thread

SMB30SC 3052521 Mounting bracket, PBT black, for sensors with 30 mm thread,
rotatable


