KlauKe

Pin terminals to DIN, Cu
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» For round conductors, e.g. to DIN EN 60228 CL 2,5 and 6
» Nominal cross-sections 0.5 - 6 mm?® to DIN 46230
» High-guality brazing process in the crimp area

Characteristics
= Improved contact properties due to grooved prafile

= Copper [ETP)

Surface

= Tin-plated to protect against comosion
Technical instructions

= Tool: see page B2

Additional information

= "= not standardised

= 0.5 - & mm?* not LL-tested

H:.::'I Mominal Dimension mm &
section fd 100 pes.  Packing
mm# toDIN  Part Mo Typ Hintt 8 b di a2 n 12 8 h kg i
05-1 1 ST1705 A 50 -- 18 14 17.0 10 08 -- 0.060 100
15-25 25 STiTin A 50 - 23 14 170 10 [iF] - 0.arz 10d
4-6 [ ST1TS A 6.0 - 16 27 200 LAl 10 - 0.160 100
0 - STIT16 B * 10.0 4.3 4.3 - 245 LA 10 210 0270 100
16 - STIHT B * 115 58 54 - 245 15 10 20 01304 10
25 - STITE B - 135 1] 6.7 - 335 15 1.2 24 0.630 100
a5 - STiHa B * 16.0 an 82 - 405 A 15 32 1170 50
50 - ST1720 B * 1680 a5 45 - 45.0 A 1.8 16 1.7680 50
Ta — STiF B * 240 1.0 1.2 - 55.0 23 20 4.0 2920 50
a5 — sTir22 B * 2.0 125 135 - 55.0 23 25 5.0 4.300 50




