Product datasheet CCT15263
Characteristics Acti 9 analogue outdoor light sensor cell

Main

Range of product Acti 9

Product or component type Wall mounted cell
Function available Horizontally orientable

Complementary

Range compatibility Acti9 1C100 twilight switch
Acti9 1C2000 twilight switch
Acti9 IC2000P+ programmable twilight switch with time switch function

Cable length 50 m

Light intensity adjustment 2...2000 lux
Mounting location Outdoor
Height 95 mm
Width 48 mm
Depth 45 mm
Product weight 40.5g
Market segment Residential

Small commercial

Compatibility code Wall mounted cell

Environment

Ambient air temperature for operation -40...70 °C
Ambient air temp for storage/ -40...70 °C
transportation

Relative humidity 100 %

IP degree of protection IP55

Offer Sustainability

Disclaimer: This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications

Sustainable offer status Green Premium product
REACh Regulation REACh Declaration
EU RoHS Directive Compliant

EU RoHS Declaration
Toxic heavy metal free Yes
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=471646686&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=471646686&lang=en-us

Mercury free Yes

RoHS exemption information

China RoHS Regulation

Environmental Disclosure

Circularity Profile

WEEE The product must be disposed on European Union markets following specific waste collection and
never end up in rubbish bins

Contractual warranty
Warranty 18 months
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