Product datasheet
Characteristics

33682

adjustable time delay relay for voltage release
MN, 200-250 VAC 50/60 Hz, 200-250 VDC
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Main

Device short name

MN delay unit

Product or component type

Device application

Time delay auxiliary

Control

Range compatibility

MasterPact NT
Masterpact NW

Compact NSX

Compact NS630b...1600
Compact NS1600b...3200
PowerPact Multistandard

Offer type C5
C4
Voltage release type Instantaneous
[Uc] control circuit voltage 200...250 V AC 50/60 Hz
200...250 vV DC
Complementary
Impulse duration 200 ms
Time delay range 0.5..3s
Threshold tripping voltage 0.35...0.7 Un open
0.85 Un close
Supply holding power 45VA
Supply inrush power 200 VA
Response time 0.5s
09s
15s
3s

Accessory / separate part category

Spare part for Compact NS630b...1600
Spare part for Compact NS1600b...3200

Offer Sustainability

REACh Regulation

REAChH Declaration

EU RoHS Directive

Pro-active compliance (Product out of EU RoHS legal scope)

EU RoHS Declaration

Mercury free

Yes

RoHS exemption information

Yes

Mar 27, 2020
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Disclaimer: This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=14801221&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=14801221&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=14801221&lang=en-us

China RoHS Regulation
Product out of China RoHS scope. Substance declaration for your information

Contractual warranty

Warranty 18 months



http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=14801221&lang=en-us

