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Electrical connection systems
Copper solderless terminals and connectors to DIN

Solderless terminals DIN Cu, 0.5 - 240 mm2

•	For conductors, e.g. VDE 0295 Classes 2, 5 and 6
•	Manufactured according to DIN 46234
•	Hard soldered crimping area
•	With grooved profile for improved contact 

characteristics
•	Material/surface:  

Cu-ETP / tin-plated

Nominal size

mm2 to DIN

0.5 - 1

2.5 - 1 162025

3 - 1 16203

3.5 - 1 162035

4 - 1 16204

5 - 1 16205

1.5 - 2.5

3 - 2.5 16303

3.5 - 2.5 163035

4 - 2.5 16304

5 - 2.5 16305

6 - 2.5 16306

8 - 2.5 16308

4 - 6

4 - 6 16504

5 - 6 16505

6 - 6 16506

8 - 6 16508

10 - 6 165010

10

5 - 10 16525

6 - 10 16526

8 - 10 16528

10 - 10 165210

12 - 10 165212

16

5 - 16 16535

6 - 16 16536

8 - 16 16538

10 - 16 165310

12 - 16 165312

25

5 - 25 16545

6 - 25 16546

8 - 25 16548

10 - 25 165410

12 - 25 165412

16 - 25 165416

Nominal size

mm2 to DIN

35

6 - 35 16556

8 - 35 16558

10 - 35 165510

12 - 35 165512

16 - 35 165516

50

6 - 50 16566

8 - 50 16568

10 - 50 165610

12 - 50 165612

16 - 50 165616

70

6 - 70 16576

8 - 70 16578

10 - 70 165710

12 - 70 165712

16 - 70 165716

95

8 - 95 16588

10 - 95 165810

12 - 95 165812

16 - 95 165816

120

8 - 120 16598

10 - 120 165910

12 - 120 165912

16 - 120 165916

150

10 - 150 166010

12 - 150 166012

16 - 150 166016

185
12 - 185 166112

16 - 185 166116

240
12 - 240 166212

16 - 240 166216

■ Hard soldered solderless and pin terminals with grooved profile in the
crimping area.

■ Special connectors to DIN 46341 Form A and B.

One design 
lots of quality features.

Solderless terminals DIN Cu, 0.5 - 150 mm2

•	For connecting different conductor crosssections
•	Manufactured according to DIN 46341 Part 1, 

Form A
•	Material/surface:  

Cu to EN 13600 / tin-plated

Nominal size

mm2 to DIN

0.5 - 1 1 1620K

1.5 - 2.5 2.5 1630K

4 - 6 6 1650K

10 10 1652K

16 16 1653K

25 25 1654K

35 35 1655K

50 50 1656K

70 70 1657K

95 95 1658K

120 120 1659K

150 150 1660K

Solderless terminals DIN Cu, 0.5 - 150 mm2

•	For conductors, e.g. VDE 0295 Classes 2, 5 
and 6

•	With butt marks for precise cable insertion
•	Manufactured according to DIN 46341 Part 1, 

Form B
•	Material/surface:  

Cu to EN 13600 / tin-plated

Nominal size

mm2 to DIN

0.5 - 1 1 1620L

1.5 - 2.5 2.5 1630L

4 - 6 6 1650L

10 10 1652L

16 16 1653L

25 25 1654L

35 35 1655L

50 50 1656L

70 70 1657L

95 95 1658L

120 120 1659L

150 150 1660L

You will find more solderless terminals and connectors on our website www.klauke.com.




