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Catalog Number: CE15DNS3T1B

Eaton XT IEC contactor, K1T Timing Relay, 24 Vac, 50-60 Hz,
Frame D, 55 mm, 50-60 Hz, Three-pole, Non-reversing, No
overload relay, Freedom, Contactor

General specifications

Product Name Catalog Number
Eaton XT IEC contactor CE15DNS3T1B
UPC Product Length/Depth
782113947709 4.44 in
Product Height Product Width
5.05in 2.56in
Product Weight Compliances
3.1lb DIN VDE 0600

ISO 9000
Certifications Catalog Notes
IEC Rated FOR NEW APPLICATIONS REFER TO
UL Listed XTCE018C10TD
CSA Certified


https://www.eaton.com/us/en-us.html

Accessories Catalogs

K1T timing relay Motor Starters and Contactors — Low Voltage Catalog
Number Of Poles Eaton's Volume 5—Motor Control and Protection
Three-pole Specifications and datasheets

Type Eaton Specification Sheet - CE15DNS3T1B
Contactor Warranty guides

Frequency rating Selling Policy 25-000 - Distribution and Control Products and Services
50-60 Hz

Frame size

55 mm

Coil voltage

24 Vac, 50-60 Hz

Relay

No overload relay

Series

Freedom

Operation

Non-reversing
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