Product datasheet GGBL7072C5

Characteristics Lisse - data socket - twin RJ45 Cat 5e
Main
Range Lisse

Aesthetic name

Product or component type

White moulded

Data socket

Device presentation

Complete product

Data socket type RJ45 - category 5e
Colour tint Matt white
Quantity per set Set of 10

Type of packing Carton
Complementary

Number of gangs 2 gangs
Communication network type RJ45

Fixing mode By screws

Connections - terminals

Screw terminals

Material Urea (carbamide)
Type of installation Indoor

Depth 39 mm

Width 87 mm

Height 87 mm

Net weight 0.071 kg

Environment

Standards ANSI/TIA-568-C.2
BS EN 41003

IP degree of protection IP20

Offer Sustainability

REAChH Regulation

EU RoHS Directive Compliant

Mercury free Yes
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Disclaimer: This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=431689808&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=431689808&lang=en-us

RoHS exemption information

China RoHS Regulation
Product out of China RoHS scope. Substance declaration for your information

WEEE The product must be disposed on European Union markets following specific waste collection and
never end up in rubbish bins

Contractual warranty
Warranty 18 months



http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=431689808&lang=en-us
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