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Lockable�handle

Part�no. AK-PKZ0
Article�no. 030851
Catalog�No. XTPAXLRH

Delivery�programme
Product range     Accessories

Accessories     Rotary handle, lockable

      for locking motor-protective circuit-breakers PKZM0, PKZM4 and PKE
as a main switch in compliance with EN 60204
Can be padlocked in the “0” position with a padlock
Hasp thickness: 3 – 6.35 mm

Notes 

Cannot be combined with VHI-PKZ0.

Approvals
Product Standards UL 508; CSA-C22.2 No. 14; IEC60947-4-1; CE marking
UL File No. E36332
UL Category Control No. NLRV
CSA File No. 165628
CSA Class No. 3211-05
North America Certification UL listed, CSA certified
Specially designed for North America No

Technical�data�ETIM�5.0
Low-voltage industrial components (EG000017) / Handle for power circuit breaker (EC000229)
Electric engineering, automation, process control engineering / Low-voltage switch technology / Circuit breaker (LV < 1 kV) / Handle for switch devices (ecl@ss8-27-37-04-14
[AKF012010])
Lockable     Yes

Colour     Black

Suitable for emergency stop     No

With axe     No

Suitable for power circuit breaker     No

Suitable for switch disconnector     Yes

Dimensions

PKZM0-... + AK-PKZ0
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PKZM4-... + AK-PKZ0

Additional�product�information�(links)
Motor starters and "Special Purpose Ratings" for the North American
market

http://www.moeller.net/binary/ver_techpapers/ver953en.pdf

Busbar Component Adapters for modern Industrial control panels http://www.moeller.net/binary/ver_techpapers/ver960en.pdf
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