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earth/neutral busbar 63A (01130)

Description

Product group 06
Subgroup 33

pack size 1
EAN 4021267011307

catalog page 2020 : 7.20

Part No.: 01130
earth/neutral busbar 63A
151 terminal points
protected against self-loosening

System
Accessories
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Approvals

Technical data

eCl@ss 6.1 27141139
eCl@ss 7.1 27141139
ETIM 4.0 EC000485
ETIM 5.0 EC000485

Standards
IEC 60664-1:2007

CCC approval: no certification required

Details IEC
Standards
IEC 60664-1:2007

Electrical data

Supplementary data IEC

current carrying capacity for centre feed: 63 A

Mechanical data
L x W x D: 1000 x 9 x 6.5
weight: 43 kg/100

The following values have been verified with tests under certain conditions. Please ask Wöhner for this 
conditions before designing your panel.

Reference
max. Drehmoment = 2Nm
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Accessories
01114 

CRITO®

connection terminal for PE/N bar
35 mm²
suitable for PE and N busbars 01126 - 01130

01119 
terminal support for PE/N-bar
screw-on

01120 
terminal support for PE/N-bar
screw-on

01121 
terminal support for PE/N-bar
snap-on to mounting rail TH35

08825 
rail mounting
for mounting rail 35 x 7.5
for PE/N bars 01126 - 01129 and 01926 - 01932


