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 Pin 1Pin 1

Extension cable, PicoBlade™ male
connector (5 pin), straight – pigtail
Part no. 254 266

Operating temperature: 
−40…+80 °C (−40…+176 °F)

E-Series

Analog M11, M31, M61

Wiring

PicoBlade™ male
connector (6 pin) Pin Color Wires

Pin 1 1 YE

– –

3 GY

4 WH

5 BK

6 BN

Cable with M12 A-coded female 
connector (5 pin), straight – pigtail
Part no. 370 673

Material: PUR jacket; black
Features: Shielded
Cable length: 5 m (16.4 ft)
Ingress protection: IP67 (correctly fi tted)
Operating temperature: 
−25…+80 °C (−13…+176 °F)

E-Series

Analog D34

IO-Link D44

Wiring

Wires Color Pin M12 A-coded female 
connector (5 pin)

BN 1

54

3

5

1

2

WH 2

BU 3

BK 4

GY 5

Cable with M12 A-coded female 
connector (8 pin), straight – pigtail
Part no. 370 674

Consider cable 370 789. 
The additional feature “twisted pair” 
minimizes interference from external 
sources.

Material: PUR jacket; black
Features: Shielded
Cable length: 5 m (16.4 ft)
Ingress protection: IP67/IP69K 
(correctly fi tted)
Operating temperature: 
−25…+80 °C (−13…+176 °F)

E-Series

SSI D84

Start / Stop D84

Wiring

Wires Color Pin M12 A-coded female 
connector (8 pin)

WH 1

8
7 1

2
3

45
6

BN 2

GN 3

YE 4

GY 5

PK 6

BU 7

RD 8

Controlling design dimensions are in millimeters and measurements in ( ) are in inches


