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Optional Extras for KG Switches

c. Type V845 Padlockable Handle
ON-OFF Switch only

Switch Black handle Red Handle
Type Aluminium escutcheon Yellow escutcheon

KG20A - KG32A
• E mounting S0 V845/A21/A12 S0 V845/D21/A12
• VE mounting S0 V845/A21/B12 S0 V845/D21/B12

KF16B - KF32B
• E mounting S1 V845/A21/A11 S1 V845/D21/A11
• VE mounting S1 V845/A21/B11 S1 V845/D21/B11

KG20B -KG64B
• E mounting S1 V845/A21/A12 S1 V845/D21/A12
• VE mounting S1 V845/A21/B12 S1 V845/D21/B12

KG80 - KG105
• E mounting S1 V845/A21/A12 S1 V845/D21/A12
• VE mounting S1 V845/A21/B12 S1 V845/D21/B12

KG80C - KG105C
• E mounting S2 V845/A21/A14 S2 V845/D21/A14
• VE mounting S2 V845/A21/B14 S2 V845/D21/B14

KG126 - KG161
• E mounting S2 V845/A21/A12 S2 V845/D21/A12
• VE mounting S2 V845/A21/B12 S2 V845/D21/B12

KG251 - KG316
• E mounting S3 V845/A21/A21 S3 V845/D21/A21
• VE mounting S3 V845/A21/B21 S3 V845/D21/B21

KH63
• E mounting S1 V845/A21/A12 S1 V845/D21/A12
• VE mounting S1 V845/A21/B12 S1 V845/D21/B12

CHANGE-OVER 1-OFF-2 Switch only

Switch Black handle Red Handle
Type Aluminium escutcheon Yellow escutcheon

KG20A - KG32A
• E mounting S0 V845/A22/A12 S0 V845/D22/A12
• VE mounting S0 V845/A22/B12 S0 V845/D22/B12

KF16B - KF32B
• E mounting S1 V845/A22/A11 S1 V845/D22/A11
• VE mounting S1 V845/A22/B11 S1 V845/D22/B11

KG20B - KG64B
• E mounting S1 V845/A22/A12 S1 V845/D22/A12
• VE mounting S1 V845/A22/B12 S1 V845/D22/B12

KG80 - KG105
• E mounting S1 V845/A22/A12 S1 V845/D22/A12
• VE mounting S1 V845/A22/B12 S1 V845/D22/B12

KG80C - KG105C
• E mounting S2 V845/A22/A14 S2 V845/D22/A14
• VE mounting S2 V845/A22/B14 S2 V845/D22/B14

d. Type V850
• Maximum 2 padlocks for S1 (64 x 64 m)
• Maximum 3 padlocks for S2 (88 x 88 m)
• Maximum 6 padlocks for S3 (130 x 130 m)
• The device can be programmed to lock in several

switch positions.
Switch Type Black Housing Grey Housing
KG41B-KG64B S1 V850/A1 S1 V850/A7

KG80/KG100/KG105 S1 V850/A1 S1 V850/A7

KG80C/KG100C/KG105C S2 V850/A1 S2 V850/A7

KG161 S2 V850/A1 S2 V850/A7

KG251/KG316 S3 V850/A12 S3 V850/A72

KH63 S1 V850/A1 S1 V850/A7

9. Shaft centering device
The M600 makes it easy to install the door clutch. It allows
a misalignment of as much as +/- 5mm between the shaft
and the door. It should be used in conjunction with the
integrated door clutch with single hole mounting and
padlockable handle S1 V840G or S1 V845.

a. Using Fixed shaft (supplied with switch)
Switch Type With S1 V840G With S1 V845

KF16B - KF32B • S1 M600/A • S1 M600/A
• S1 V840G/D61A2/1 • S1V845/E21A3/11

KG20B/KG32B • S1 M600/A • S1 M600/A
• S1 V840G/D61A2/2 • S1 V845/E21A3/12

KG41B-KG64B • S1 M600/A • S1 M600/A
• S1 V840G/D61A2/2 • S1 V845/E21A3/13

KG80-KG105 • S1 M600/A • S1 M600/A
• S1 V840G/D61A2/2 • S1 V845/E21A3/12

KH63 • S1 M600/A • S1 M600/A
• S1 V840G/D61A2/2 • S1 V845/E21A3/12

b. Using Adjustable shaft Type M004
Switch Type With S1 V840G With S1 V845
KG41B - KG64B • S1 M600/A • S1 M600/A

• S1 V840G/D61A2/2 • S1 V845/E21A3/13
• S1 M004/160B130 • S1 M004/160B130

KG80 - KG105 • S1 M600/A • S1 M600/A
• S1 V840G/D61A2/2 • S1 V845/E21A3/12
• S1 M004/160B130 • S1 M004/160B130
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