
Parker Hannifin Corporation
Pneumatic Division
Richland, MichiganPneumatic

“PVL” Series Valves
PVLB (1/8") & PVLC (1/4") Stacking Valves

Catalog 0617/USA

Common Part Numbers

39

D

PVLB

PVLC

PVLB

PVLC

4 2

5 3

1

#14

Double Solenoid / Remote Pilot
4-Way, 2-Position

4 2

5 3
1

#12
Operator
End

#14
Operator
End

Double Solenoid / Remote Pilot
Dual 3/2 Normally Closed

PVLB122618 1/8" BSP

PVLB1226187 1/8" NPT

PVLB122606 6mm Tube
.06 Cv

PVLB1226067 1/4" Tube

PVLC122619 1/4" BSP

PVLC1226197 1/4" NPT

PVLC122608 8mm Tube
1.2 Cv

PVLC1226097 3/8" Tube

Non-Locking Manual Override, Valve Less Solenoid.

PVLB125618 1/8" BSP

PVLB1256187 1/8" NPT

PVLB125606 6mm Tube
0.6 Cv

PVLB1256067 1/4" Tube

PVLC125619 1/4" BSP

PVLC1256197 1/4" NPT

PVLC125608 8mm Tube
1.2 Cv

PVLC1256097 3/8" Tube

Non-Locking Manual Override, Valve Less Solenoid.

4 2

5 3

1

#14

PVLC

PVLB

Single Solenoid / Remote Pilot
4-Way, 2-Position

4 2

5 3
1

#12
Operator
End

#14
Operator
End

PVLB121618 1/8" BSP

PVLB1216187 1/8" NPT

PVLB121606 6mm Tube
0.6 Cv

PVLB1216067 1/4" Tube

PVLC121619 1/4" BSP

PVLC1216197 1/4" NPT

PVLC121608 8mm Tube
1.2 Cv

PVLC1216097 3/8" Tube

Locking Manual Override, Valve Less Solenoid.

4 2

5 3
1

#12
Operator
End

#14
Operator
End

4 2

5 3
1

#12
Operator
End

#14
Operator
End

PVLC

PVLB

Double Solenoid / Remote Pilot
4-Way, 3-Position

4 2

5 3
1

APB

#12#14

4 2

5 3
1

APB

#12#14

PVLB127618 1/8" BSP

PVLB1276187 1/8" NPT

PVLB127606 6mm Tube
0.6 Cv

PVLB1276067 1/4" Tube

PVLC127619 1/4" BSP

PVLC1276197 1/4" NPT

PVLC127608 8mm Tube
1.2 Cv

PVLC1276097 3/8" Tube

NOTES:

Solenoids or Remote Pilot Adapter must be ordered
separately from page 44.

Each valve is shipped with 2 tie rods for stacking assembly.

Standard Part Numbers in Bold.

PVLC

PVLB

4 2

5 3
1

CE

#12#14

PVLB128618 1/8" BSP

PVLB1286187 1/8" NPT

PVLB128606 6mm Tube
0.6 Cv

PVLB1286067 1/4" Tube

PVLC128619 1/4" BSP

PVLC1286197 1/4" NPT

PVLC128608 8mm Tube
1.2 Cv

PVLC1286097 3/8" Tube

Non-Locking Manual Override, Valve Less Solenoid.

4 2

5 3
1

CE

#12#14
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Parker Hannifin Corporation
Pneumatic Division
Richland, MichiganPneumatic

“PVL” Series Valves
PVLC (1/4") Valve & Stacking System

Catalog 0617/USA

Dimensions

64

A

B1

G1

G1 G1

G1 D
E

D
E

T

n valves F

A n valves F

S R G1

Allen key
(4 mm)B

B

C

A

D

C

B

G

F

G

F JA J

E

C
B1

A

D

HH B2

D

G

F

G

F

J

A

E

B3

J

E

Stacking System –  PVLC
Single Air Supply

Double Air Supply

PVLC Valves

Dimensions

A B B1 C* D
1.5 4.25 3.94 .17 .39
(38) (108) (100) (4.2) (10)

E F G1 R S
.47 .31 3/8" 2.17 .35
(12) (8) (55) (9)

T
.51
(13) * Clearance for #6 screw.

Inches (mm)

Single Remote PilotSingle Solenoid

Double Remote PilotDouble Solenoid

Dimensions

A (Inline Pipe) 2.87 (73)

A (Inline Tube) 3.66 (93)

A (Stacking Pipe) 2.87 (73)

A (Stacking Tube) 3.27 (83)

B B1 B2 B3 C
7.0 5.35 8.94 5.62 4.84

(178) (136) (227) (143) (123)

D E F G H
.51 2.17 .98 1.00 4.61
(13) (55) (25) (26) (117)

J
.43
(11)

Inches (mm)

1/4" Pipe or 3/8" tube or 8mm tube for
main ports.
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Parker Hannifin Corporation
Pneumatic Division
Richland, MichiganPneumatic

“PVL” Series Valves
PVLC10 Modular Valve Stacking System

Catalog 0617/USA

Dimensions

69

D

Single Solenoid Double Solenoid

Inches (mm)

1/4" NPT (BSP)
or

3/8" Tube (8mm)

1/4" NPT (BSP)
or

3/8" Tube (8mm)

F

G

4

2

3

3

2
4

1 1

5

5

C

B

A J

D

F1

G

4

2

C

B

A J

D

1/4" NPT (BSP)
or

3/8" Tube (8mm)

FJ

G

K

G

5
Ex

Px
3

1

C

B

A

D

1/4" NPT (BSP)
or

3/8" Tube (8mm)

FJ

G

G

5
Ex

Px
3

1

C

B

A

D

K

Sub-D, 25-Pin Connector Cylindrical Connector

Inches (mm)

Dimensions

A B C D F
2.75 6.22 2.28 3.94 1.65
(70) (158) (58) (100) (42)

G J K
1.06 .39 .12
(27) (10) (3)

Inches (mm)

Dimensions

A B C D F
2.75 6.22 2.28 3.94 1.65
(70) (158) (58) (100) (42)

G J K
1.06 .39 .30
(27) (10) (8)

Dimensions

A (Inline Pipe) 2.87 (73)

A (Inline Tube) 3.66 (93)

A (Stacking Pipe) 2.87 (73)

A (Stacking Tube) 3.27 (83)

B C D F F1

6.50 2.56 3.94 1.00 1.31
(165) (65) (100) (25,3) (33,3)

G J
1.00 .47
(26) (12)
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	Index: 
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