
Overall dimensions and technical information are provided solely for informative purposes and may be modified without notice Overall dimensions and technical information are provided solely for informative purposes and may be modified without notice
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G 1/4"
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650NI/min

mm 7

G 1/8"
LINE
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2X3/2

450NI/min mm 710 bar
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Pneumatic - Pneumatic C.C.

Pneumatic - Pneumatic O.C.

Pneumatic - Pneumatic P.C.

Solenoid external - Solenoid external C.C.

Solenoid external - Solenoid external O.C.

Solenoid external - Solenoid external P.C.

Solenoid - Solenoid C.C.

Solenoid - Solenoid O.C.

Solenoid - Solenoid P.C.

Pneum.-Pneum. 2x3/2 N.C. N.C. (=5/3 O.C)

Solenoid-Solenoid 2x3/2 N.C. N.C. (=5/3 O.C.) 

Pneum.-Pneum. 2x3/2 N.C. (14) - N.O. (12)

Solenoid-Solenoid 2x3/2 N.C. (14) - N.O (12)

Pneum.-Pneum. 2x3/2 N.O. (14) - N.C. (12)

Solenoid-Solenoid 2x3/2 N.O. (14) - N.C. (12)

Pneum.-Pneum. 2x3/2 NO - NO (=5/3 P.C.)

Solenoid-Solenoid 2x3/2 N.O. - N.O. (=5/3 P.C.)

Pneumatic - Differential

Pneumatic - Pneumatic external

Pneumatic - Pneumatic

Pneumatic - Spring

Solenoid external - Solenoid external

Solenoid external - Differential

Solenoid external - Differential external

Solenoid external - Spring

Solenoid - Solenoid

Solenoid - Differential

Solenoid - Differential external

Solenoid - Spring

Pneumatic - Pneumatic C.C.

Pneumatic - Pneumatic O.C.

Pneumatic - Pneumatic P.C.

Solenoid external - Solenoid external C.C.

Solenoid external - Solenoid external O.C.

Solenoid external - Solenoid external P.C.

Solenoid - Solenoid C.C.

Solenoid - Solenoid O.C.

Solenoid - Solenoid P.C.

Pneumatic-Pneumatic 2x3/2 N.C. N.C. (=5/3 O.C.)

Solenoid-Solenoid 2x3/2 N.C. N.C. (=5/3 O.C.) 

Pneumatic-Pneumatic 2x3/2 N.C. (14) - N.O. (12)

Solenoid-Solenoid 2x3/2 N.C. (14) - N.O. (12)

Pneumatic-Pneumatic 2x3/2 N.O. (14) - N.C. (12)

Solenoid-Solenoid 2x3/2 N.O. (14) - N.C. (12)

Pneumatic-Pneumatic 2x3/2 NO - N.O. (=5/3 P.C.)

Solenoid-Solenoid 2x3/2 N.O. - N.O. (=5/3 P.C.)
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Mobile positioning
cable c/w
connector

25 contacts

37 contacts

2400.25.03.00

2400.25.05.00

2400.25.10.00

2300.25.03.10

2300.25.05.10

2300.25.10.10

2300.25.03.90

2300.25.05.90

2300.25.10.90

2400.37.03.00

2400.37.05.00

2400.37.10.00

2400.37.03.10

2400.37.05.10

2400.37.10.10

2400.37.03.90

2400.37.05.90

2400.37.10.90

/ / /

G 1/8"
LINE

5/2

10 bar 800NI/min mm 7
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Pneumatic - Differential

Pneumatic - Differential external

Pneumatic - Pneumatic

Pneumatic - Spring

Solenoid external - Solenoid external

Solenoid external - Differential

Solenoid external - Differential external

Solenoid external - Spring

Solenoid - Solenoid

Solenoid - Differential

Solenoid - Differential external

Solenoid - Spring

Symbol

3 m. - IP40

5 m. - IP40

10 m. - IP40

3 m. - casing IP65 in line

5 m. - casing IP65 in line

10 m. - casing IP65 in line

3 m. - casing IP65 90° angle

5 m. - casing IP65 90° angle

10 m. - casing IP65 90° angle

3 m. - IP40

5 m. - IP40

10 m. - IP40

3 m. - casing IP65 in line

5 m. - casing IP65 in line

10 m. - casing IP65 in line

3 m. - casing IP65 90° angle

5 m. - casing IP65 90° angle

10 m. - casing IP65 90° angle

* = List of voltages:
01 = 12 VDC
02 = 24 VDC
05 = 24 VAC
06 = 110 VAC

07 = 230 VAC
08 = 24 VDC 1 W
09 = 24 VDC Earth faston
11 = 12 VDC Downward
12 = 24 VDC Downward

15 = 24 VAC Downward
16 = 110 VAC Downward
17 = 230 VAC Downward
18 = 24 VDC 1 W Downward
19 = 24 VDC Earth faston Downward

VALVES AND SOLENOID VALVES, LINE - FLAT - BASE, SIZE 10mm

(series 2100, chapter 2)

VALVES AND SOLENOID VALVES, LINE - FLAT - BASE, SIZE 18mm 

(series 2400, chapter 2)

2.302.29

VALVES AND SOLENOID VALVES, LINE - FLAT - BASE, SIZE 18mm

(series 2400, chapter 2)
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Orifice 
size

Flow at
6 bar, ∆p=1

Description Code
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Flow at
6 bar, ∆p=1
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Flow at
6 bar, ∆p=1Symbol Description Code


