| SENSORE MAGNETICO SMC-12 L NO SP (cod. SMC000030) JAEFC® |

® CUSTODIA CILINDRICAM12x1

® CUSTODIA IN OTTONE NICHELATO

® CAVO DI COLLEGAMENTO IN PUR SPIRALATO
® MAGNETE M-20P CON PROTEZIONE PLASTICA
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CARATTERISTICHE TECNICHE

Tensione di commutazione max Vv 220
Corrente di commutazione max. A 1
Potenza di commutazione max. WIVA 10
Frequenza di lavoro max. Hz 230
Tempo di attuazione contatto ms 2
Ripetibilita mm +0.3
Limiti di temperatura °C -25 + +100
Grado di protezione IP 67
Cavo spiralato PUR 2x0.14 mm?

SCHEMA DI COLLEGAMENTO DISTANZA DI AZIONAMENTO CON MAGNETE M-20P (Cod.ACMO000001)
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[ MAGNETIC SENSOR SMC-12 L NO SP (code SMC000030)

IAEC® |

® NICKELLED BRASS CYLINDRICAL HOUSING M12x1

® SPIRALIFORM CABLE PUR

® MAGNET M-20P WITH PLASTIC PROTECTION c €
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TECHNICAL CHARACTERISTICS

Max switching voltage \% 220
Max switching current A 1
Max switching power W/VA 10
Max switching frequency Hz 230
Contact actuation time ms 2
Repeatability mm +0.3
Temperature limits °C -25 + +100
Degree of protection IP 67
PUR spiral cord cable 2x0.14 mm?
Connector RJ 4/4
WIRING DIAGRAM SENSING DISTANCE WITH MAGNET M-20P (Cod. ACM000001)
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