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Mating Connectors

Part Number Description For Use on 
Elect. Code #

557230 MINI DIN Connector, Strain Relief (with drive screw & gasket) B and K
557703-01M0 M12 Cord Set – 1 Meter (Red 1, Green 2, Blue 3, Yellow 4) E
557703-03M0 M12 Cord Set – 3 Meters (Red 1, Green 2, Blue 3, Yellow 4) E
557703-04M0 M12 Cord Set – 4 Meters (Red 1, Green 2, Blue 3, Yellow 4) E
557703-05M0 M12 Cord Set – 5 Meters (Red 1, Green 2, Blue 3, Yellow 4) E

Recommended Mating Parts (AMP p/n: Housing 282087-1; Contacts 3X 183025-1; Seal 281934-1; Boot 880811-2) 6
557701 AMP Superseal Mate Kit 6
210729 AMP 3.5´ Cable Cord Set – Clear Pos 1, Black Pos 2, Red Pos 3 6
210730 AMP 12˝ Flying Leads Cord Set – White Pos 1, Black, Red Pos 3 6

Recommended Mating Parts (Deutsch p/n: Housing Plug DT064S-P012; Wedge W4S-P012; Sockets 4X 0462-201-1631) 8
224153 Deutsch Cord Set 3´ Long (18 AWG PVC Cable – Black 1, Red 2, Green 3, White 4) 8

Recommended Mating Parts (Delphi Packard MetriPack p/n: Body 12065286; Seal 12052893. Consult Delphi for Contacts) 9
218760 Packard Mate Kit 9
223974 Packard Cord Set 3´ Long (24 AWG PVC Cable – White 1, Black 2, Red 3) 9
223975 Packard Cord Set 6´ Long (24 AWG PVC Cable – White 1, Black 2, Red 3) 9
227987 Packard Cord Set 14.75' Long (22 AWG PVC Cable - White 1, Black 2, Red 3) 9
220492 Packard Mate - 12˝ Flying Leads – 3 Conductor PVC 18 AWG 9
222976 Packard Mate - 18˝ Flying Leads – 3 Conductor PVC 18 AWG 9
220797 Packard Mate - 24˝ Flying Leads – 3 Conductor PVC 18 AWG 9

Electrical Connector
DIN 9.4 mm M12 x 1P Deutsch DT04-4P Amp Superseal 1.5 Packard MetriPack

Code B Code K Code E Code 8 Code 6 Code 9

Pin
#

Voltage
Mode

Current
Mode

Voltage
Mode

Current
Mode

Voltage
Mode
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Voltage
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1 Vout
(pressure)

No
Connect Vsupply Supply Vsupply Supply Ground Return Vout

(pressure) Amp  
Superseal 
connectors 

may be used 
with 0.5-4.5V 
Ratiometric 
Output only.

C Vout
(pressure)

MetriPack 
connectors 

may be used 
with 0.5-4.5V 
Ratiometric 
Output only.

2 Vsupply Supply Ground Return Vout
(pressure)

No
Connect Vsupply Supply Ground A Ground

3 No
Connect

No
Connect

Vout
(pressure)

No
Connect Ground Return No

Connect
No

Connect Vsupply B Vsupply

4 Ground Return No
Connect

No
Connect

No
Connect

No
Connect

Vout
(pressure)

No
Connect — — —

2 3 

4 1 

POLARIZING 
WIDE CONTACT 

6 
0.22 

19.3 
0.76 

2 

4 

1 

KEY 

3 

M12 x 1P 

9.7 
0.38 

18.3 
0.72 

1 

2 

4 

3 

20.83 
0.82 

38.1 
1.5 

1.9 
0.07 

1 3 2 

25.9 
1.02 

37 
1.46 
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Mating Connectors

Part Number Description For Use on 
Elect. Code #

557230 MINI DIN Connector, Strain Relief (with drive screw & gasket) B and R
557703-01M0 M12 Cord Set – 1 Meter (Red 1, Green 2, Blue 3, Yellow 4) E
557703-03M0 M12 Cord Set – 3 Meters (Red 1, Green 2, Blue 3, Yellow 4) E
557703-04M0 M12 Cord Set – 4 Meters (Red 1, Green 2, Blue 3, Yellow 4) E
557703-05M0 M12 Cord Set – 5 Meters (Red 1, Green 2, Blue 3, Yellow 4) E

Recommended Mating Parts (AMP p/n: Housing 282087-1; Contacts 3X 183025-1; Seal 281934-1; Boot 880811-2) 6
557701 AMP Superseal Mate Kit 6
210729 AMP 3.5´ Cable Cord Set – Clear Pos 1, Black Pos 2, Red Pos 3 6
210730 AMP 12˝ Flying Leads Cord Set – White Pos 1, Black, Red Pos 3 6

Recommended Mating Parts (AMP p/n: Socket Conn 1-967325-1. Consult AMP for Contacts, Wire Seal and Strain Relief options) 7
557702 DIN 72585 Twist Lock Mate Kit 7

Recommended Mating Parts (Deutsch p/n: Housing Plug DT064S-P012; Wedge W4S-P012; Sockets 4X 0462-201-1631) 8
224153 Deutsch Cord Set 3´ Long (18 AWG PVC Cable – Black 1, Red 2, Green 3, White 4) 8

Recommended Mating Parts (Delphi Packard MetriPack p/n: Body 12065286; Seal 12052893. Consult Delphi for Contacts) 9
218760 Packard Mate Kit 9
223974 Packard Cord Set 3´ Long (24 AWG PVC Cable – White 1, Black 2, Red 3) 9
223975 Packard Cord Set 6´ Long (24 AWG PVC Cable – White 1, Black 2, Red 3) 9
227987 Packard Cord Set 14.75' Long (22 AWG PVC Cable - White 1, Black 2, Red 3) 9
220492 Packard Mate - 12˝ Flying Leads – 3 Conductor PVC 18 AWG 9
222976 Packard Mate - 18˝ Flying Leads – 3 Conductor PVC 18 AWG 9
220797 Packard Mate - 24˝ Flying Leads – 3 Conductor PVC 18 AWG 9

SPUTTERED THiN film

Cable-Out Types
DIN 9.4 mm M12 x 1P Amp Superseal 1.5 Deutsch DT04-4P Packard MetriPack

Code B Code R Code E Code 6 Code 8 Code 9
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#

Voltage
Mode

Current
Mode

Voltage
Mode
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Mode

Voltage
Mode

Current
Mode

Voltage
Mode

Current
Mode

Voltage
Mode
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Mode

Pin
ID

Voltage
Mode

Current
Mode

1 Vout1
(pressure)

No
Connect Vsupply Supply Vsupply Supply Vout1

(pressure)
No

Connect Ground Return C Vout1
(pressure)

No
Connect

2 Vsupply Supply Ground Return Vout1
(pressure)

No
Connect Ground Return Vsupply Supply A Ground Return

3 Vout2
(temp)

No
Connect

Vout
(pressure)

No
Connect Ground Return Vsupply Supply Vout2

(temp)
No

Connect B Vsupply Supply

4 Ground Return Vout2
(temp)

No
Connect

Vout2
(temp)

No
Connect — — Vout1

(pressure)
No

Connect — — —

Cable 1/2˝ Conduit Connection

Code F Code 3

Wire Color Voltage Mode Current Mode Voltage Mode Current Mode

Red Supply Supply Supply Supply

Black Ground Return Ground Return

White Vout1
(pressure) No Connect Vout1

(pressure) No Connect

Green Vout2
(temp) No Connect Vout2

(temp) No Connect

A

B

C

37 
1.45 

60.1
2.4

RED

BLACK WHITE

GREEN

STRAIN
RELIEF

24 AWG
CABLE (PVC)

60.1
2.4

RED

BLACK WHITE

GREEN

STRAIN
RELIEF

1/2 NPT

1  ̋HEX

24 AWG
CABLE (PVC)


