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WCRO SWITCHES™
Q S - SERIES

Characteristics ® Single pole changeover, snap acting switch.
= Fine silver contacts.
= Beryllium copper trident spring operating mechanism.
= M3 terminal screws.
= 3.96 mm. wide wiring channels protected by a removable,
insulated cover plate.
= Conform to IEC 1058-1 standard.

c € Approval C@®
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| e
Ordering code MS-7 2 %
~ 4
Sla
Actuating force 720 gms. (max.) a2 %
Release force 170 gms.(min.) =l 2x03.66 =
Pretravel 1.40 mm. (max.) & N =
Overtravel 4.6 mm. ol % E 4
Movement differential ~ 0.08 mm. (max.) =
Salient features Heavy duty spring plunger 254+0.05
actuator protected by 52.8 Max.
a synthetic rubber cowl. WIDTH 205 Max.
Ordering code MS-7/1B
A i Screwed Conduit
ctuating force 720 gms. {max.) Entry 3/4
Release force 170 gms.(min.) | TN
Pretravel 1.40 mm.(max.) |
Overtravel 4.6 mm. ~—$25-2 X03.56+0.05
Movement differential ~ 0.08 mm (max.) = ® Ak
Salient features Zinc alloy die cast, = RE
stove enamelled housing "0 Max_

suitable for base mounting.
Add suffix ‘M’ for screwed conduit entry M20x1.5mm for the ordering code e.g. MA71BM

Ordering code MS-7/1S 08,
. e Screwed Conduit
Actuating force 720 gms. (max.) 2 Entry 3/4"
Release force 170 gms. {min.) @S 1 |
Pretravel s
HAGmmma) oo (¥ | ZX366+F0.05 [ _'\ §
Overtravel 46 mm. &5 -—3—2-$ o \ B | ¥R 2
Movement differential ~ 0.08 mm. (max.) 2 L % : BN
Salient features Zinc alloy die cast, Nz o ds
ove enamell usin 699 ] 1 May.
stove enamelled housing e 271 May

suitable for side mounting.
Add suffix 'M' for screwed conduit entry M20x1.5mm for the ordering code e.g. MA715M

39.5x4.6
Ordering code MSL-8 A

k]

=
Actuating force 300 gms. (max.) 2 "y ©
Release force 150 gms. (min.) = o
Pretravel 0.76 mm. (max.) Bk
Overtravel 1.0 mm. @
Movement differential  0.15 mm. (max.) : ] §
Salient features Nylon roller lever actuator. 540,04
. . o528 Max. | WIDTH 22.3 Max.
With metal roller Ordering code - MSL-8M
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