
INDUS TRIAL AUTomAT IoN  |   opeR AToR pANeL S

how to orderfeatures

OPMT
8050 iE 4.3” TFT, 16.7M colours, 480x272 p., 2 COM, UL 
8070 iE 7”TFT, 16M colours, 800x480 p., 2 COM, UL
8070 iE 7”TFT, 16.7M colours, 800x480 p., 3 COM 

•	Touch	screen	operaTor	panels
•	TFT	widescreen	high	resoluTion	
backlighTed	led	display

•	4.3”	e	7”		

opmt

DISPLAY
OPMT

8050 IE 8070 IE 8071 IE
Display 4.3” TFT 7” TFT
Resolution (pixel) 480 x 272 800 x 480
Brightness (cd/m²) 400 350 400
Contrast ratio 500:1
Back Light type LED
Colours 16.7 M 16 M 16.7 M
Touch panel 4 wire Resistive Type
MEMORY
Flash (MB) 128 MB
RAM (MB) 128 MB
I/O PORTS
USB Host 2.0 x 1
Ethernet 10/100 base-T x 1

COM port COM1 (RS232/485 2 e 4w) 
COM3 (RS485 2w)

COM1 (RS232)  
COM2 (RS485 2 e 4w)  

COM3 (RS485 2w)
RS485 isolation -- Available --
CAN bus --
RTC (on board) Available
POwER SUPPLY
Power supply 24 VDC ±20%
Power supply dual isolation Available -- Available
Power consumption (mA@24V) 300 350 450
MECHANICAL
Case Plastic
Dimensions wxHxD 128 x 102 x 32 mm 200.3 x 143.3 x 34 mm
Panel cut-out 119 x 93 mm 192 x 138 mm
weight 0.25 Kg 0.6 Kg
Protection degree NEMA4/IP65
Mounting On panel
Storage temperature -20°... 60°C (-4°...140°F)
Operating temperature 0°... 50°C (32°...122°F)
Operating humidity 10...90% RH without condensation
SOFTwARE
Software (optional) Programmable with EasyBuilderPro
COMPLIANCE
Compliance UL type 4X (indoor use) --

opmT	8050	ie
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dimensions	are	expressed	in	mm

dimensions	are	expressed	in	mm



INDUS TRIAL AUTomAT IoN  |   opeR AToR pANeL S

features

•	Touch	screen	operaTor	panels
•	TFT	widescreen	high	resoluTion	
backlighTed	led	display

•	9.7”,	12.1”	e	15”		

opmt 

DISPLAY
OPMT

8092 XE 8090 XE 8121 XE 8150 XE/N
Display 9.7” TFT 12.1” TFT 15” TFT
Resolution (pixel) 1024 x 768
Brightness (cd/m²) 350 500 400
Contrast ratio 500:1 700:1
Back Light type LED
Colours 262K 16.2 M
Touch panel 4 wire Resistive Type
MEMORY
Flash (MB) 512 256
RAM (MB) 256
I/O PORTS
Slot SD card Not available SD/SDHC
USB Host 2.0 x 1
USB Client Not available 2.0 x 1
Ethernet 10/100 Base-T x 1 10/100/1000 Base-T x 2 10/100 Base-T x 1

COM port
COM1 RS232  

COM2 RS485 2w/4w  
COM3 RS485 2w

COM1 RS232  
COM2 RS485 2w/4w  

COM3 RS485 2w/RS232

COM1 RS232/RS485 2w/4w  
COM3 RS485 2w

RS485 dual isolation Not available Available
RTC Disponibile
POwER SUPPLY
Power supply 24 VDC ±20%
Power consumption (mA @24V) 500 650 800 1000
MECHANICAL
Case Plastic Aluminium 
Dimensions wxHxD 260.6 x 203.1 x 36.5 mm 317 x 244 x 46 mm 366 x 293 x 57 mm
Panel cut-out 250 x 192 mm 305 x 231 mm 352 x 279 mm
weight 850 g 2.100 g 2.750 g
Protection degree NEMA4/IP65 IP66/NEMA4 NEMA4/IP65
Mounting On panel
Storage temperature -20°... 60°C (-4°...140°F)
Operating temperature 0°... 50°C (32°...122°F)
Operating humidity 10...90% RH without condensation
SOFTwARE
Software (optional) Programmable with EasyBuilderPro
COMPLIANCE
Compliance -- UL type 4X (indoor use)

how to order
OPMT
8092 XE 9.7” TFT, 262k colours, 1024 x 768 p., 3 COM 
8090 XE 9.7” TFT, 262k colours, 1024 x 768 p., 3 COM, UL 
8121 XE 12.1”TFT, 16.2M colours, 1024 x 768 p., 2 COM, UL 
8150 XE/N 15”TFT, 16.2M colours, 1024 x 768 p., 2 COM, UL

opmT	8090	xe/	opmT	8092	xe
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