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Accessories - 700-HB Relays

Photo Description Pkg. Qty. Cat. No.

Diode Surge Suppressor  Voltage Range: 6…220V DC used with 700-HN204 and 700-HN205 socket 10 700-ADR

Diode with LED Surge Suppressor Voltage Range: 6…24V DC used with 700-HN204 and 700-HN205 socket 10 700-ADL1R

Diode with LED Surge Suppressor Voltage Range: 28…60V DC used with 700-HN204 and 700-HN205 
socket 10 700-ADL2R

Diode with LED Surge Suppressor Voltage Range: 110…220V DC used with 700-HN204 and 700-HN205 
socket 10 700-ADL3R

Varistor with LED Surge Suppressor Voltage Range: 6…24V AC used with 700-HN204 and 700-HN205 
socket 10 700-AV1R

Varistor with LED Surge Suppressor  Voltage Range: 110…240V AC used with 700-HN204 and 700-HN205 
socket 10 700-AV3R

RC Surge Suppressor  Voltage Range: 6…24V AC/DC used with 700-HN204 and 700-HN205 socket 10 700-AR1

RC Surge Suppressor  Voltage Range: 110…240V AC/DC used with 700-HN204 and 700-HN205 socket 10 700-AR2

Timing Module
On-Delay or One-Shot selectable voltage range: 
12…24V AC/DC used with sockets that accept plug-in 
accessory modules.

1 700-AT3

Timing Module
On-Delay or One-Shot selectable voltage range: 
110…125V AC used with sockets that accept plug-in 
accessory modules.

1 700-AT3A1

Timing Module
On-Delay or One-Shot selectable voltage range: 
230…240V AC used with sockets that accept plug-in 
accessory modules.

1 700-AT3A2

1. 1 s 0.05 s…1 s

1 700-HT3

2. 10 s 0.5 s…10 s

3. 100 s 5 s…100 s

4. 10 min 0.5 min…10 
min

5. 100 min 5 min…100 min

6. 10 hours 0.5 h…10 h

7. 100 hours 5 h…100 h
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