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Replacement contactors, Star Delta. Star & Delta contactors

•	 Open contactor, 3 pole with 1NC auxiliary

•	 Contactor technical details, see page 163

Maximum current rating 	 Maximum kW rating AC3	 Control coil voltage 50Hz1) 	 Eaton list  
(AC3) A	 415v 3ph	 Vac	 number

18	 9	 220–240	 2818VCOSD

		  380–415	 4818VCOSD

25	 11	 220–240	 2825VCOSD

		  380–415	 4825VCOSD

32	 15	 220–240	 2832VCOSD

		  380–415	 4832VCOSD

50	 25	 220–240	 2850VCOSD

		  380–415	 4850VCOSD
1)Other control voltages available, contact Eaton

4832VCOSD

Enclosed motor, heating and lighting control
ADS8 AC contactors, starters and assemblies8.1

Replacement coils, DOL, DOL reversing starters

Maximum current rating 	 Maximum kW rating AC3	 Control coil voltage 50Hz1) 	 Eaton list  
(AC3) A	 415v 3ph	 Vac	 number

18	 9	 110	 8COIL118

		  220–240	 8COIL218

		  380–415	 8COIL418

25	 11	 110	 8COIL132

		  220–240	 8COIL232

		  380–415	 8COIL432

32	 15	 110	 8COIL132

		  220–240	 8COIL232

		  380–415	 8COIL432

50	 25	 220–240	 8COIL250

		  380–415	 8COIL450
1)Other control voltages available, contact Eaton

8COIL418

Replacement coils, Star Delta starters

Maximum current rating 	 Maximum kW rating AC3	 Control coil voltage 50Hz1) 	 Eaton list  
(AC3) A	 415v 3ph	 Vac	 number

31	 15	 220–240	 8COIL218

		  380–415	 8COIL418

43	 22	 220–240	 8COIL232

		  380–415	 8COIL432

55	 25	 220–240	 8COIL232

		  380–415	 8COIL432
1)Other control voltages available, contact Eaton

8COIL418

Replacement pneumatic timer, Star Delta Starter

Description 	 Contact rating (A)	  	 Eaton list 
	 AC11, 500v	 lth, Ui 600v 	 number

Pneumatic timer	 6	 10	 8TA2DS2

8TA2DS2

Replacement and additional auxiliary contacts

• Suitable for all DOL, DOLR and Star Delta Starters

Description 	 Contact configuration	 Contact rating lth (A)	 Eaton list  
		  Ui 600v	 number1)

Side mounting auxiliary contact	 1NO – 1NC	 10	 8TA8DN11

Front mountng auxiliary contact	 1NO – 1NC	 10	 8TA1DN11
1)See pages 79–80 for permissible configurations

8TA8DN11


