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9 Analog signal conditioning

ENTRELEC introduces a new range of multifuction analog converters :

®U, I (DC) analog converter
®U, I (AC/DC) RMS converter
® RTD converter

® Thermocouple converter

Features :

- Triple isolation

- Power supply : 24/48 VDC or 115/230 VAC 50/60 Hz

- Plug-in connections

- High precision: 0.1 %

- Low temperature drift

- Comply with IEC specification on electromagnetic
compatibility (EMC)

- Alarm trip versions available with 2 relay outputs
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Old products range | New products range
Part number Description | Part number Description
| 0011 183.06 CAIS UNI (U, 1), 110/230 VAC | 0040 001.04 CAIS UNI (U, I, POT), 110/230 V AC
0011 184.07 CAIS UNI (U, 1), 24 VDC 0040 000.17 CAIS UNI (U, I, POT), 24/48 V DC
0011 169.27 CAIS UNI RMS, 110/230 V AC 0040 009.14 CAIS UNI RMS V, 110/230 V AC
0040 007.02 CAIS UNI RMS 1, 110/230 V AC
0011 170.24 CAIS UNI RMS, 24 V DC - 0040 008.13 CAIS UNI RMS V, 24/48 V DC
0040 006.01 CAIS UNI RMS I, 24/48 V DC
0011 171.11 CAIS UNI-POT, 110/230 V AC - 0040 001.04 CAIS UNI (u , PGT} 1101230 v AC
0011 172.12 CAIS UNI-POT, 24 V DC - 0040 000.17 CAIS UNI (U, I, POT), 24/48 V DC
0011 173.13 CAIS UNI-PT100, 110/230 V AC - 0040 003.06 CAIS UNI-RTD, 110/230 V AC
0011 174.14 CAIS UNI-PT100,24 V DC 0040 002.05 CAIS UNI-RTD, 24/48 V DC
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