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DW-AS-405-M5

Application Type Standard
Rated operating distance sn 0.8 mm
Mounting Embeddable
Hysteresis -
Repeat accuracy norm ≤ 5 % sr
Supply voltage range UB 7.7 … 9 VDC
Permissible ripple content ≤ 20 % UB
Output current ≤ 1 / ≥ 2.2 mA
Switching frequency ≤ 10000 Hz
LED -
Temperature drift of sr ≤ 10 %
Short-circuit protection built-in
Polarity reversal protection -
Power on reset -
Degree of protection IP 67
Housing material Stainless-steel V2A
Connection Connector S8
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Nut position PM1 mm  

javascript:showwin('getPdffile.asp?fileStr=DW-AS-405-M5&langage=1', 800, 600, 1)
javascript:showwin('getPdffile.asp?fileStr=DW-AS-405-M5&langage=1', 800, 600, 1)
javascript:showwin('getPdffile.asp?fileStr=DW-AS-405-M5&langage=1', 800, 600, 1)
javascript:getImage('download/imagesprod/imagesFromViaMedici/AS403M5-4C.jpg','DW-AS-405-M5')
javascript:getImage('download/imagesprod/imagesFromViaMedici/AS403M5-4C.jpg','DW-AS-405-M5')
javascript:getImage('download/imagesprod/imagesFromViaMedici/AS-403-M5_ds.jpg','DW-AS-405-M5')
javascript:getImage('download/imagesprod/imagesFromViaMedici/AS-403-M5_ds.jpg','DW-AS-405-M5')
javascript:openSalesOnOpener();


Products

http://old.contrinex.com/xml/productSheet.aspx?src=ps_DW-AS-405-M5&langage=English&typeFolder=IND[01/05/2013 11:51:20]

Configuration step 2/3
 

Contact us
Powered by TraceParts S.A. © Copyright 1990-2013. All rights reserved. General Terms of Use

mailto:webmaster@tracepartsonline.net?subject='CONTRINEX Online CAD Library, CONTRINEX : Inductive Proximity Switches, Size M5, Operating Distance 0.8 Embeddable, Housing Length 38 - connector S8'
http://www.traceparts.com/
http://www.tracepartsonline.net/(S(cxgjn2a2ubtt5y45qlrjtg45))/global/gtu.aspx

	contrinex.com
	Products


	VwPTE/QWNyb2JhdFdlYkNhcFRJRDEA: 
	partEvalutation: 
	TXT_pos1: 5
	input1: 
	input1_(1): 




