
BAW M08EI-UAD25F-BP03
Order code: BAW000W
Inductive linear pos. sensor
M08x1.0 x 51,5 mm

DC, direct current
Sl = 0,50 mm ... 2,50 mm
Non embeddable
PNP / Analog
Voltage falling on approach

Sensing data
Slope U 5,00 V/mm
Linear range Sl min. 0,50 mm
Linear range Sl max. 2,50 mm
Rated operating dist. Se 1,50 mm
Linearity error max. ±60 µm
Repeat acc. R of end value max 3,0 %
Repeat accuracy per BWN ±10.0 µm
Ambient temperature Ta min. -10 °C
Ambient temperature Ta max. 70 °C
Temp. drift max. of span ±5.0 %
Opt. working temperature min. 10 °C
Opt. working temperature max. 50 °C
Temperature coefficient typ. -1.5 µm/K
Temperature coefficient min. 0.0 µm/K
Temperature coefficient max. -8.0 µm/K
Limit frequency -3dB 1000 Hz
Measuring speed max. 10,0 m/s
Response time 1,0 ms
Adjustment indicator No
Power indicator No

Electrical data
Eff. operating voltage Ue DC 24,00 V
Operating voltage UB min. DC 15,00 V
Operating voltage UB max. DC 30,00 V
Ripple max. (% of Ue) 15 %
Rated insulation voltage Ui 250 AC
Rated frequency, AC DC
Output voltage at Sl min. 0,00 V
Output voltage at Sl max. 10,00 V
Output voltage at Se 5,00 V
Load resistance RL min. 2,000 Ohm

No-load current max. Io at Ue 8,0 mA
Short circuit protected Yes
Protected against miswiring Yes
Polarity reversal protected Yes

Mechanical data
Housing material Stainless steel
Tightening torque 5 Nm / 10 Nm
Sensing face material PBT
Mounting length 47,0 mm
Connection type Cable
Cable jacket material PUR
Cable diameter D max. 3,0 mm
Cable short description Li9Y11Y-O
Cable length 3,00 m
Number of conductors 3
Conductor cross-section 0.14 mm²
Enclosure Type per IEC 60529 IP67
Protection Class II
Shock rating Shock, half-sinus, 30 gn, 11ms
Vibration rating 55 Hz, 1 mm ampl., 3x30 min
Degree of contamination 3

Approval
Approvals / Conformity CE

cULus

Remarks
Values referenced to axial approach of St 37 target. For other
materials correction factors are applied.
Basic standard IEC 60947-5-2

IEC 60947-5-7
BWN PR 44
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Definitions see general catalog
 
Subject to change without notice.


